ENGINEERING MATERIAL SPECIFICATION

Materiali Name Specilriication Number

CARPET, POLYPROPYLENE, CUT PILE, VELOUR, TUFTED WSD-M3H100-A1
WSD-M3H100~-A2
WSD-M3H100~-A3
WSD-M3H100-24

1. SCOPE

The material defined by this specification is a polypropylene cut pile,
velour, tufted carpet with polyolefin or alternative approved resin
backcoating.

2. APPLICATION

This specification was released originally for material used in the
following CDW27 wagon applications.

WSD-M3H100-Al Interior Floor Covering

WSD-M3H100-A2 Squab Back

WSD-M3H100-A3 Exposed Load Compartment Floor Covering
WSD-M3H100~A4 Side Walls Covering

3. REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein 1is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/cor
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval shall
constitute the reference standard and shall be kept on file at the
designated material laboratory. All samples shall produce IR spectra
and thermograms that correspond to the reference standard when tested
under the same conditions.

Date Release No. Released
1994 03 31|C10348585 Revised Para 3.8 J.W.Williams
1993 02 26 |C10258809 Revised Para 2, 3.9, 3.15 J.W.Williams
1982 07 16|C10229032 Released J.M.Joshi
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3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned in
a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under the
same conditions unless otherwise specified.

3.4 SAMPLE SELECTION

Wherever possible, all evaluations shall be conducted on test
specimens taken from the production carpet assemblies. Wherever
shown, the asterisk indicates that test samples must be taken from
footwell area.

3.5 APPEARANCE
(FLTM BI 109-01)

The colour, pattern, and finish shall match the approved Design
Centre master sample, or shall be as specified on the engineering
drawing.

3.6 COMPOSITION

(ASTM D 276)

3.6.1 Pile 100 % polypropylene

3.6.2 Primary Backing Polyester, spun bonded

3.6.3 Backcoating Polyolefin/latex or other
engineering approved alternative

3.6.4 Secondary Backing Polyester, spun bonded

3.7 WEIGHT, min
(FLTM AN 102-02/ASTM D 418)

*Al A2 A3 A4
Pile 360 300 . 300 300
Primary Backing 75 75 75 75
Latex —- -- 40 40
Alternative Polyolefin 335 -- - _
Adhesive - -- 220 100
Secondary Backing 20 - - _
Extruded Polypropylene - 810 - -
Acoustic Needlefelt - - 1400 800
Impregnation -- - - 400
790 1185 2035 1715
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