@ ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

CARPET, POLYPROPYLENE, CUT PILE VELOUR, TUFTED, WSD-M3HS94-Al

300 g/m2

1. SCOPE

WSD-M3H94-A2

The material defined by this specification is a cut pile velour tufted

carpet.

2. APPLICATION

These specifications were released originally for material used in the
following application.

WSD-M3H94-A1 Enclosed Load Compartment Floor Covering
WSD-M3H94-A2 Squab Back (Split rear seat back)

3. REQUIREMENTS

Unless

otherwise specified, WSD-M3H94-A2 material must meet the

requirements of WSS-M8P16-A.

3.1

STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard @Q-101. A mutually acceptable Control Plan as described
therein 1s required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product ig continuocusly reduced.

INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at 1ts option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermogram established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermogram that correspond to the reference
standard when tested under the same conditions.

CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

Date

Action Changes

1999 11 29 [Activated J. Williams
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@ ENGINEERING MATERIAL SPECIFICATION WSD-M3H94-A1/A2

3.4 SAMPLE SELECTION

All evaluations shall be conducted of test specimeng taken from
finished components. Test specimens for strength properties shall
be taken from molded or stressed areas or the carpet assembly.

3.5 APPEARANCE
(FLTM BI 109-01)

The color, pattern, and finish shall match the approved Design
Center master sample, or shall be as specified on the engineering

drawing.
3.6 COMPOSITION
(ASTM D 276)
Pile
WSD-M3H94-A1/A2 100 % BCF Polypropylene fibre,
UV stabilized
WSD-M3H94-A1 WSD-M3H94-A2
3.7 TOTAL THICKNESS, min 10 mm 2.5 mm
(ISO 1765)
3.8 WEIGHT, g/m2, min
(FLTM BN 106-01)
Pile fibre 300 300
Backcoating 50 50
Backing felt 1400 -—=
1750 350

3.9 ABRASTION RESISTANCE

After the following tests, the specimens must not show any greater
degree of deterioration than the Master Sample approved by the
Materials Engineering Activity.

3.9.1 Taber Abrasion, min 100 cycles
(SAE J1530, 500 gms, H-10 wheels)

3.9.2 Snagging Test, min 50 cycles
(FLTM BN 108-07, 500 gms,
H-18 wheels)

3.9.3 Scuffing Test, min 100 cycles
(FLTM BN 108-04, 900 g, Head 'A")

WP 3948-b Page 2 of 4
Documents
Copyright by the Ford Motor Company Document Sharing Hub

Sun Aug 28 22:45:37 2016
Full document details: FORD WSD-M3H94-A2 1999


http://www.avadocuments.com/doc/ford-wsd-m3h94-a2-1999
http://www.avadocuments.com/doc/ford-wsd-m3h94-a2-1999

