ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number

CARPET COVERED MOULDED PART WSD-M3H97-Al
WSD-M3H97-A2
WSD-M3H97-A3
WSD-M3H97-A4

1. SCOPE

The material defined by this specification is a moulded part covered with
random needled carpet.

2. APPLICATION

These specifications were released originally for material used in the
following application.

WSD-M3H97-A1 Door Bin Covering

WSD-M3H97-A2 Luggage Compartment Side Walls Covering
WSD-M3H97-A3 Side Walls Covering

WSD-M3H97-A4 Side Walls Covering

3. REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermogram established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermogram that correspond to the reference standard
when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.
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WSD-M3H97-Al
WSD-M3H97-A2
WSD-M3H97-A3
WSD-M3H97-A4

3.4 REQUIREMENTS FOR THE COVER MATERIAL

3.4.1

3.4.2

3.4.3

WEIGHT, g/m2, min
(FLTM BN 106-01)

WSD-M3H97

Fibre Wt

Primary Backing
Backcoating

Secondary Backing
Phenolic Resin Felt
Extruded Polypropylene
Mouldable Needle Felt

THICKNESS, mm, min
(IS0 1765)

FIBRE COMPOSITION
(ASTM D 276)

Al thru A3

A4

3.5 SUBSTRATE

3.6 REQUIREMENTS FOR THE FINISHED PART

NOTE:

3.

3.
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Al A2 A3 A4
230 240 280 200
40 50 --- .-
270 100 .- —--
30 .- --- .-
--- 900 --- -
.- .- 900 ---
- .- --- 1000
570 1290 1180 1200
2.4 2.0 3.0 3.0

100 % polypropylene UV stabilized
100 % polyester

As specified on Engineering
Drawing.

In addition to the requirements quoted below, these
materials must meet all the requirements of the Engineering
Component Specification specified on the Engineering Drawing.

Resistance to Abrasion, min

100 cycles

(FLTM BN 108-02, 500 g, H-10 wheels)

After testing, the specimen must not show any greater signs
of deterioration than the sample originally approved by the
Materials Engineering Activity.

Resistance to Scuffing, min

100 cycles

(FLTM BN 108-04, 900 g, A head)

After testing, the specimen must not show any greater signs
of deterioration than the sample originally approved by the
Materials Engineering Activity.
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