ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

TAPE, WOVEN WSD-M6H41-A1/A2
1. SCOPE

The material defined by these specifications are woven tapes.

2. APPLICATION

These specifications were released originally for materials used in the
manufacture of automotive seat cushions and back coverings.

3. REQUIREMENTS

3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to the reference
standard when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
huridity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

Al A2
3.4 VWIDTH, mm 55.0 +/- 4.0 73.0 +/- 4.0
(ASTM D 259)
3.5 WEIGHT, g/m, min 11.3 15.0
(ASTM D 259)
Date Release No. Release/Revision
1992 12 07 |C10260431 Released J.Joshi
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' WSD-M6H41-A1/A2

Al A2
3.6. CONSTRUCTION
(ASTM D 259)
Warp Ends/Full Width 160 220
Weft Picks/10 cm 80 80

Alternative compositions and constructions may be used provided
they meet:

Design appearance requirements
Component Engineering functional and feasibility test requirements
Laboratory tests shown in this specification

Approval for the use of such alternative compositions and
constructions must be obtained in writing from Component
Engineering and Materials Engineering. Engineering approved
constructions shall be indicated on the Engineering Material
Approved Source List

3.7 YARN SIZE AND TYPE
(ASTM D 1244)

Warp 21 Tex x 2, 100 % polyester and 1
yarn as catch thread
Weft 39 Tex x 2, 67 % polyester
33 % rayon
Al A2
3.8 BREAKING STRENGTH, min 800 N 1000 N

(ASTM D 1682, Full width strip
Test speed 300 mm/minute, initial
Jaw separation 75 mm)

3.9 Tear Strength, min 45 N 45 N
(FLTM BN 150-02, except full
width of tape to be tested)

3.10 Flammability
(180 3795/SAE J369)

Burn Rate, max 100 mm/minute
3.11 ADDITIONAL REQUIREMENTS
. Specific requirements for material and/or manufactured parts shall
be specified on the engineering drawing, engineering parts
specification and/or performance specifications. All critical

areas with respect to these properties shall be designated on the
Engineering drawing.
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