ENGINEERING MATERIAI SPECIFICATION

Material Name

Specitication NUmMDer

POLYURETHANE FIIM, SEATING APPLICATIONS WSD-M99H134-B1

WSD-M99H134-B2

SCOPE

The materials defined by this specification are polyester polyurethane
films.

WSD~MS9H134-Bl is a flame-bondable laminate film.
WSD-M99H134-B2 is a heat-sealing film.

APPLICATION

WSD-M99H134-B1: This material was released originally as a sealing
membrane on car seat cushion assemblies.

WSD-M99H134-B2: This material was released originally to heat-seal joints
in dual fabric seat applications - it allows the jointed fabrics to be
vacuum formed and moulded.

REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-10l1. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval shall
constitute the reference standard and shall be kept on file at the
designated material laboratory. All samples shall produce IR spectra
and thermograms that correspond to the reference standard when tested
under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned in
a controlled atmosphere of 23 +/- 2 C and 50 +/- 5% relative humidity
for not less than 24 h prior to testing and tested under the same
conditions unless otherwise specified.
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y ENGINEERING MATERIAL SPECIFICATION
WSD-M99H134-B1/B2

3.4 APPEARANCE

Colourless, clear or as specified on Engineering Drawings.

3.5 REQUIREMENTS (WSD-M99H134-Bl)

3.5.1 Thickness 0.040 +/- 0.005 mm
{ISO 4593/DIN 53370) Or as specified on Engineering
: Drawing

3.5.2 Tensile Strength, min
(FLTM BN 150-04
Test speed 200 mm/minute
Gauge length 50 mm)

WMD 45 MPa
2AMD 30 MPa

3.5.3 Elongation at Break,
(FLTM BN 150-04, test speed
200 mm/minute, gauge length 50 mm)

WMD 250 %
AMD 350 %

3.5.4 Modulus at 50 % Elongation
(FLTM BN 150-04, test speed
200 mm/minute, gauge length 50 mm)

WMD 6 - 13 MPa
AMD 5 - 12 MPa

3.5.5 Tear Resistance, min
(ISO 34 Die B Nicked,
test speed 200 mm/minute)

WMD 50 kN/m
AMD 65 kN/m
3.5.6 Water Vapour Permeability, min 96 g/m2 per 24 h

(ASTM E 96 Desiccant Method at
38 C and 80 % relative humidity)

3.6 REQUIREMENTS (WSD-M99H134-B2)

3.6.1 Thickness Tolerances +/- 15 %
(ISO 4593/DIN 53370) As specified on Engineering
Drawing
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