ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

PISTON RING, ALLOY STEEL, COMPRESSION WSE-M1A309-A1
PISTON RING, ALLOY STEEL, COMPRESSION WSE-M1A309-A2
1. SCOPE

The material defined by this specification is a chromium silicon alloy
steel that will be heat treated to produce a quenched and tempered

product with high strength and good relaxation properties at elevated
temperatures.

2. APPLICATION

This specification was released originally for material used for upper
compression piston rings. It is also commonly used for springs.

3. REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuocusly reduced.

3.2 CHEMICAL COMPOSITION (WEIGHT PERCENT)

Carbon 0.50 - 0.60
Manganese 0.50 - 0.80
Phosphorus 0.035 max
Sulfur 0.040 max
Silicon 1.20 - 1.60
Chromium 0.50 - 0.80

The material is comparable to UNS-G92540/SAE J1249 9254 alloy
steel.

3.3 HARDNESS HRC Al A2
(ISO 6508/ASTM E 18)

Finished ring - after processing 45.5 - 53.5 40 - 46

Average of three determinations around each part with individual
values no more than two points below the minimum specified.
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3.4  MICROSTRUCTURE

The finished part must have a uniform microstructure of tempered
martensite with no areas of complete decarburization or significant
amounts of residual carbides. Partial decarburization, if present,
must not exceed 0.025 mm in depth.

3.5 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. -Test data, test samples and a new code identification
are to be submitted with the request,

Substance restrictions imposed by law, regulations or Ford, apply
to the materials addressed by this document. The restrictions are
defined in Engineering Material Specification WSS-M99P9999-Al.

4.  APPROVAL OF MATERIALS

Materials defined by this specification must have prior approval by the
responsible Materials Engineering activity. Suppliers desiring approval
of their materials shall first obtain an expression of interest from the
affected Purchasing, Design and Materials Engineering activity. TUpon
request, the Supplier shall submit to the affected Materials Engineering
activity a completed copy of their laboratory test reports, signed by a
qualified and authorized representative of the test facility,
demonstrating full compliance with all the requirements of this
specification (test results, not nominal values), the material
designation and code number, and test specimens for Ford evaluation.
Ford's engineering approval of a material will be based on its
performance to this specification and on an assessment of suitability for
intended processes and/or applications. Upon approval, the material will
be added to the Engineering Material Approved Source List.
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