@ ENGINEERING MATERIAL SPECIFICATION

MaterZal Name Specificatior Number

GREY CAST IRON - METALLURGICAL STRUCTURE WSE-M1A32-B1
OF CYLINDER BLOCKS AND HEADS WSE-M1A32-B2

1. SCOPE

This specification defines the acceptable metallurgical structure of
gray cast iron cylinder blocks and heads.

2. APPLICATION

The metallurgical structures described in this specification were
established to control acceptance of cylinder blocks and heads in order
to assure the desired properties. Satisfactory performance and
machinability can best be controlled by metallurgical structure, which
is not always indicated by hardness and chemical composition.

3. REQUIREMENTS
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality

System Requirements, QS—-9000. Material specification requirements
are to be used for initial qualification of materials. A Control
Plan for ongoing production verification 1is required. This plan

must be reviewed and approved by the relevant Ford Materials
activity and/or Ford Supplier Technical Assistance (STA) prior to
production parts submission. Appropriate statistical tools must be
used to analyze process/product data and assure consistent
processing of the materials.

Part producers using this material in their products, must use Ford
approved materials and must conform to a process control plan which
has been approved by STA and/or the relevant Materials Activity.

3.2  HARDNESS
(IS0 6506/ASTM E 10) (IS0 RBO/ASTM E 18)

3.2.1 Cylinder Block

Unless otherwise stated on the Engineering drawing, the
hardness will be checked between the center bores or end of
head face at a point which does not interfere with the
gasket bead, and is a minimum of 9.5 mm from any outside
edge or opening in the block head face.
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@ ENGINEERING MATERIAL SPECIFICATION WSE-M1A32-B1/B2

3.2.2 Cylinder Head

Unless otherwise stated on the Engineering drawing, the
hardness will be checked at a point between the center
bores that does not interfere with the gasket bead.

Note: The hardness requirements shall be as stated on the affected
Engineering drawing.

3.3 MICROSTRUCTURE
(ASTM A 247)

3.3.1 Sampling
The areas from which the samples for microscopic
examination shall be taken are indicated on the attached
sketches. If the rough casting is sectioned, approximately
3 mm of stock must be removed to approximate the wear
surface area.

3.3.2 Sample Preparation and Examination

The specimen shall be prepared in accordance with ASTM A
247, and inspected at a magnification of 100X.

3.3.3 Graphite (ASTM A 247)

Bl B2
Flake Types
A 50 % min 70 % min
B 50 % max 20 % max
C 10 % max 2 % max
D & E 10 $ max 10 % max
Flake Size
3 10 % max 10 % max
4 & 5 50 % min 50 % min
6 & 7 50 % max 50 % max
3.3.4 Matrix
Pearlite 85 % min 90 % min
Ferrite 15 % max 10 % max
Carbide 1 % max 1 % max
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