ENGINEERING MATERIAL SPECIFICATION

Material Name ‘ Specification Number
STEEL, FERRITIC STAINLESS, CAST WSE-M1A32§—A1
STEEL, AUSTENITIC STAINLESS, CAST WSE-M1A329-A2

1. SCOPE

The materials defined by this specification are cast stainless steels.
The Al grade is a ferritic stainless steel, while the A2 grade is an
austenitic stainless steel.

2. APPLICATION
This specification was vreleased originally for exhaust manifold
applications. The Al grade is suitable for service temperatures up to
870 C, and the A2 grade for service temperatures up to 980 C. Manifolds
made to the Al grade may be heat treated, if required, to attain thermal
stability and required microstructural and mechanical properties.
3. REQUIREMENTS
3.1 QUALITY SYSTEM REQUIREMENTS
Material suppliers and part producers must conform to Quality
System Requirements, QS-9000. Material specification requirements
are to be used for initial qualification of materials. A Control
Plan for ongoing production verification is required. This plan
must be reviewed and approved by the relevant Ford Materials
activity and/or Ford Supplier Technical Assistance (STA) prior to
production parts submission. Appropriate statistical tools must be
used to analyze process/product data and assure consistent
processing of the materials.
Part producers using this material in their products, must use Ford
approved materials and must conform to a process control plan which
has been approved by STA and/or the relevant Materials Activity.
Date Action Changes
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3.2 CHEMICAL COMPOSITION (Weight Percent)

Al A2
Carbon 0.20 max 0.40 - 0.50
Silicon 0.50 - 2.25 0.80 - 1.25
Manganese 2.00 max 0.75 - 1.10
Molybdenum 1.00 - 2.25 0.50 max
Phosphorus 0.05 max 0.04 max
Sulfur 0.02 max 0.11 - 0.15
Chromium 17.0 - 21.0 24.0 - 27.0
Nickel 1.00 max 12.0 - 15.0
Titanium 0.50 max ---
Niobium 0.5 - 1.50 1.70 - 2.10
Vanadium 0.75 max -
Nitrogen 0.10 - 0.20 0.08 - 0.40
Others -—- 0.50 max
Iron Balance Balance

Specific composition limits and foundry practices to meet
performance and manufacturing requirements will form part of an
agreed Control Plan for individual component geometries and process
routes.

Composition shall be selected generally from within the above range
in order to provide a material which will respond well to heat
treatment and will meet microstructural, machinability, harden-
ability and strength requirements.

3.3 MECHANICAT, PROPERTIES

Tensile, compressive, and shear properties are to be measured on
separately cast test bars. Test bar diameters and solidificatiomn
rates should be such that the microstructure and properties are
commensurate with the manifold as supplied to the manufacturer.

Al A2
3.3.1 Tensile Properties
(ASTM E 8M/ISO 6892)
Ultimate Tensile 410 MPa 550 MPa
Strength, min
Yield Strength 370 MPa 210 MPa
(0.2 % Offset), min
Elongation, min 2 % 7%
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