ENGINEERING MATERIAL SPECIFICATION

Material Name

CERAMIC, MONOLITH

1. SCOPE

Specification Number

WSE-M96B63-FA

The material defined by this specification is a porous ceramic.

2. APPLICATION

This specification was released originally for materials used in the
substrate in the manufacture of catalytic converters.

This specification replaces and supersedes ESE-M96B63-FA. When

ESE-M96B63-FA is shown on other documents,

specification apply.

3. REQUIREMENTS

3.1 ORIGINAL PHYSICAL PROPERTIES

3.1.1

(ASTM C 372)

the requirements of this

CONSTRUCTION NGK

Thermal Expansion Coeff., max 1.25

Measure as average from 40 to 800 C

3.2  ORIGINAL CHEMICAL PROPERTIES

X 1E-6 mm/mm/ C

3.2.1 Chemical Composition
Al203 35.1 +/- 1.6
5102 50.0 +/- 1.8
Mg0 13.5 +/- 0.5
3.2.2 Major Crystalline Phases
X-ray Diffraction (List Test Method)
Cordiérite, min 90 %
Mullite, max 2.4 3
Spinel, max 1.2 &
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3.2.3 Other Elements, max

WSE-M96B63-FA .

Test Method: .ASTM C 573 or alternate procedures giving
equivalent precision such as emissions spectrographic
fusion techniques.

Fe203 1.0 %
Z2r02 0.5 %
Ti02 1.0 %
Ca0 0.5 %
PboO 0.1 %
Ba0 . 0.1 %
P205 0.2 %
K20 + Na2o 0.5 &
Li20 0.1 %
B203 0.1 %
V205 0.1 %
Cr203 0.1 %
Cu0 _ 0.1 %
MnO 0.1 %
Nio 0.1 ¢
Sro - ' 0.1 %

3.3  STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.4  SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted. '
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