ENGINEERING MATERIAL SPECIFICATION

Material Name

CARBON GRAPHITE, PRESSED AND SINTERED

1. SCOPE

Specification Number

WSE-M96B73-A

The material defined by this specification is a proprietary fine grain
carbon-graphite pressed and sintered, resin impregnated and thermally set
material.

2. APPLICATION

This specification was released originally for material used for water
pump shaft seals.

3. REQUIREMENTS

3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System

Standard Q-101.

A mutually acceptable Control Plan as described

therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2  CHEMICAL COMPOSITION, %, by Weight
(After sintering, impregation and

thermal treatment)

Carbon-Graphite, min

Sulfur, max

Non-combustible Ash, max

3.3 DENSITY, min
(ASTM C 559)

3.4  HARDNESS, SHORE, min
(ASTM C 886)

3.5 HEAT RESISTANCE, max

(Weight change after circulating
air oven again at 300 F for 16 h)

90 %

1.80

85

- 0.5%

Date Release No. Release/Revision
N0t A 7056%3;7‘/ 089 Revised 5.1, updated J. Wegster i
1990 09 27 |NEO1E10000474083| Released J. Webster
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3.6 ADDITIONAL REQUIREMENTS

WSE-M96B73-A

Specific requirements for material and/or manufactured parts shall
be specified on the Engineering drawing, Engineering parts
specification and/or performance specifications. All critiecal
areas with respect to these properties shall be clearly designated
on the engineering drawing.

3.7 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification
are to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply
to the materials addressed by this document. The restrictions are
defined in Engineering Material Specification WSS-M99P9999-A1,
unless a different suffix (e.g., A2 or A3) is specified on the
engineering document for the application.

4. APPROVAL OF MATERIALS

Materials defined by this specification must have prior approval by the
responsible Materials Engineering activity. Suppliers desiring approval
of their materials shall first obtain an expression of interest from the
affected Purchasing, Design and Materials Engineering activity. Upon
request, the Supplier shall submit to the affected Materials Engineering
activity a completed copy of their laboratory test reports, signed by a
qualified and authorized representative of the test facility,
demonstrating full compliance with all the requirements of this
specification (test results, not nominal values), the material
designation and code number, and test specimens for Ford evaluation. 1In
addition to meeting the requirements of this specification, the materials
will be assessed for suitability for intended applications as part of the
approval process. Upon approval, the material will be added to the
Engineering Material Approved Source List.
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