ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number

DIAPHRAGM CLOTH, FLUOROSILICONE WSE-M99H136-A
RUBBER (FVMQ) COATED

1. SCOPE

The material defined by this specification is a polyester cloth of good quality and uniform composition
coated on both sides with a high temperature, oxygenated and oxidized ("sour") fuels, ozone, and low
temperature stiffening resistant fluorosilicone (FVMQ) rubber. It is usually furnished molded to a desired
shape, but may be sheet stock.

2. APPLICATION

This specification was released originally as the diaphragm applications for the carburetor accelerator
pump.

3. REQUIREMENTS
Material specification requirements are to be used for initial qualification of materials.
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to the Company's Quality System
Requirements.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

IR spectra and thermograms established for initial approval shall constitute the reference
standard and shall be kept on file at the designated material laboratory. All samples shall
produce IR spectra and thermograms that correspond to the reference standard when tested
under the same conditions.

33 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned in a controlled atmosphere of
23 +/- 2 °C and 50 +/- 5 % relative humidity for not less than 24 h prior to testing and tested
under the same conditions unless otherwise specified.

3.4 CONSTRUCTION

The overall construction (base fabric and rubber) must be such as to meet the requirements of
this specification and the requirements of the engineering drawing.

35  THICKNESS 0.275 +/- 0.350 mm
(ASTM D 751)
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BURSTING STRENGTH, min
(ASTM D 751)

STIFFNESS
(ASTM D 747, at 30 deg angle, 2.8E-3 N.m
bending moment, 3.2 mm specimen span)

Fil
Warp

FLEX CRACK RESISTANCE
(FLTM BN 102-02, except cut 25 x 125 mm specimens)

Non-pierced sample
Flex 2 000 000 cycles

ADHESION
(ASTM D 751)

0.85 MPa

5-15
8-18

No cracks or
rubber separation

Attempt to separate coating from the fabric must always result in a cohesive failure.

OZONE RESISTANCE, max
(FLTM BP 101-01, Procedure A, 9.5 mm mandrel)

PERMEATION
(FLTM BZ 104-02)

Rating O

No bubbles

The elapsed time of the first bubble to break free from the surface on the specimen shall not

be less than 15 min.

HEAT AGED
(ASTM D 573, 168 h at 150 +/- 2 °C)

3.12.1 Bursting Strength Change, max
(Test acc. to 3.6)

3.12.2 Stiffness
(Test acc. t0 3.7)

Fill
Warp

3.12.3 Flex Crack Resistance
(Test acc. to 3.8, 2 000 000 cycles)

HEAT AGED
(ASTM D 573, 1000 h at 150 +/- 2 °C)

3.13.1 Bursting Strength Change, max
(Test acc. to 3.6)
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-6%

6-16
11-21

No cracks or
rubber separation

-20 %
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