' ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

ADHESION REQUIREMENTS, PRESSURE SENSITIVE ADHESIVE, WSF-M11P8-A2
SPONGE RUBBER, HIGHER TACK

1. SCOPE

This specification defines the bond requirements for pressure sensitive
adhesive coated sponge rubber.

2. APPLICATION

This specification was released originally for assemblies consisting of
pressure sensitive, closed cell sponge rubber, bonded to chromium plated
substrates. The pressure sensitive adhesive is intended as an assembly

aid. Consequently, it should be used only where the sponge rubber is
mechanically retained in final assembly.

3. REQUIREMENTS

3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

3.3  ADHESION
(ASTM D 903)

3.3.1 As received, min 0.88 N/mm of width

3.3.2 Aged, min

3.3.2.1 Heat Aged 0.33 N/mm of width

Test Method: Condition the specimens for 14 days
in a mechanical convection oven at 88 +/- 1 C.
Allow a 4 h recovery at 23 +/- 2 C and 50 +/- 5 %
relative humidity before checking adhesion.
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3.3.2.2 Humidity Aged 0.66 N/mm of width

WSF-M11P8-A2

Test Method: Condition the specimens for 14 days
at 95 - 100 % relative humidity and 37 +/- 1 C.
Allow a 4 h recovery at 23 +/- 2 C and 50 +/- 5 %
relative humidity before checking adhesion.

3.4 QUALITY

The release film shall be readily removed from the pressure
sensitive adhesive so as not to interfere with normal production
processing. The bonded sponge rubber shall be securely retained
and shall not fall off in normal shipping and handling.

3.5 SPONGE RUBBER As specified on the engineering
drawing

3.6 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification
are to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply
to the materials addressed by this document. The restrictions are
defined in Engineering Material Specification WSS-M99P9999-A1,
unless a different suffix (e.g., A2 or A3) is specified on the
engineering document for the application.

4, APPROVAL OF MATERIALS

This specification is intended to define the performance and/or
properties of finished parts or systems of combined materials. An
Engineering Material Approved Source listing is not applicable for this
specification. Product Engineering materials referenced in this document
and/or the affected engineering drawing, which require prior Engineering
approval, are shown in the Engineering Material Approved Source List
under the specification cited.
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