@ ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number

MAGNET, PERMANENT, THERMOPLASTIC BONDED, WSF-MAL8-A2
ISOTROPIC

1. SCOPE

The material defined by this specification is a polyphenylene sulfide
bonded, neodymium iron boron magnet.

2. APPLICATION

This specification was released originally to define material used in
ignition coils.

3. REQUIREMENTS
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality

System Requirements, QS-9000. Material specification requirements
are to be used for initial qualification of materials. A Control
Plan for ongoing production verification is regquired. This plan

must be reviewed and approved by the relevant Ford Materials
activity and/or Ford Supplier Technical Assistance (STA) prior to
production parts submission. Appropriate statistical tools must
be used to analyze processg/product data and assure consistent
processing of the materials.

Part producers using this material in their products, must use
Ford approved materials and must conform to a process control plan
which has been approved by STA and/or the relevant Materials
Activity.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to the reference
standard when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 °C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

3.4 SPECIFIC GRAVITY, min 4.50
(ISO 1183, Method A/ASTM D 792)
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TENSILE STRENGTH, min 20 MPa
(ISO R 527/ASTM D 638M)

FLEXURAL MODULUS, min 7.0 GPa
(ISO 178/ASTM D 790M, Method I, Procedure A)

IMPACT STRENGTH, IZOD-NOTCHED, min 18 J/m

(ISO 180,

Method A/ASTM D 256-92, Method A)

HEAT DEFLECTION TEMPERATURE, min 254 °C
(ASTM D 048, at .45 MPa)

MAGNETIC PROPERTIES
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Residual Induction (BR), Causs, max

3.9.1.1 At 23 +/- 2 °C As per Engineering

Drawing
3.9.1.2 At 140 +/- 2 °C, min 3100
Coercive Force (HC), Oe, min 3650
at 23 +/- 2 °C
Intrinsic Coercive Force, kOe, (HC1)
3.9.3.1 At 23 °C +/- 2 °C 15 - 18.5
3.9.3.2 At 140 °C +/- 2 °C, min 13.5

Heat Aging Performance
(45 h at 140 C followed by 955 h at
125 C with the procedure noted)

Procedure: Conduct heat aging in a recirculating laminar
air flow oven. Condition gamples by magnetizing all test
sample magnets with a field of 40 - 45 kOe. Using a
hysteresisgraph, establish Dbaseline second guadrant
demagnetization curve using material from same lot as

test sample lot. Heat age samples for 45 h at 140 °C

+/- 3 °C followed by 955 h at 125 °C +/- 3 °C. Magnet
test samples must be placed on an aluminum sheet with a
minimum of 2 inches apart and 2 inches away from any
ferrous metals. Do not place samples on the bottom of
the chamber. Samples should be loaded so as not to
obstruct oven air flow in order to maintain uniform
heating of samples. Allow test samples to cocol to room
temperature prior to testing. Determine BR and HCi for
aged test samples without remagnetization. Percent
change 1s determined by comparison of aged data with
data from established baseline.

3.9.4.1 Residual Induction (BR), - 1.0 %
max change

3.9.4.2 Intrinsic Coercive Force - 6.5
(HCi), max change
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