vt ko Gomprany,

ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number

LACQUER, CLEAR, EDGE CORROSION PROTECTION, WSK-M1J208-A1
BRUSH APPLICATION

LACQUER, CLEAR, EDGE CORROSION PROTECTION, WSK-M1J208-A2
SPRAY APPLICATION

1. SCOPE

The materials defined by these specifications are solvent borne air drying rust preventives which
contain an UV marker in order to identify over-spray areas after application. They dry to clear
elastic films with high corrosion resistance.

2. APPLICATION

These specifications were released originally for materials used as an additional protection
against corrosion. These materials are applied after painting on e.g. mig welded hinge areas.

3. REQUIREMENTS
Material specification requirements are to be used for initial qualification of materials.
31 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to the Company's Quality System
Requirements.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS (optional)

IR spectra and thermograms established for initial approval shall constitute the reference
standard and shall be kept on file at the designated material laboratory. All samples
shall produce IR spectra and thermograms that correspond to the reference standard
when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS (optional)
All test values indicated herein are based on material conditioned in a controlled

atmosphere of 23 +/- 2 °C and 50 +/- 5 % relative humidity for not less than 24 h prior to
testing and tested under the same conditions unless otherwise specified.
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WSK-M1J208-A1/A2

3.4 COMPOSITION

3.41

3.4.2

3.4.3

3.4.4

3.4.5

3.4.6

Non-Volatile, min
(FLTM BI 102-01)

WSK-M1J208-A1 35 %

WSK-M1J208-A2 23 %

Density

(FLTM BI 102-02)

According to approved initial sample +/- 0.02 kg/L

Viscosity

(FLTM Bl 111-01, FC 4)

According to approved initial sample +/-5s

Color Colorless
Transparent

Note: When applied on top coat, the film shall not cause a change in the visual
impression of the paint color underneath.

Flash Point >21°C
(ASTM D 56)
Shelf Stability 3 months

(From date of receipt at Ford Motor Company)

When stored in sealed unopened containers out of direct sunlight at
temperatures between 5 and 32 °C.

3.5 PREPARATION OF TEST PANELS

3.5.1

3.5.2
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Substrate

Ford Standard Steel Panels, prepared with standard white paint according to
respective material specification, if not otherwise required.

Apply the material under test by:

a) spraying or
b) raking with a template

If method b) is used, protect bare steel areas of the test panels with an approved
rust preventive.

Film Thickness 40 - 50 micrometre

(FLTM BI 117-01)
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