ENGINEERING MATERIAL SPECIFICATION

Materiai Name Specification Number

PHENOLIC (PF) 30 % GLASS FIBER REINFORCED WSK-M3D176-A3
PRE-PREG SHEET MOLDING COMPOUND

1. SCOPE

The material defined by this specification is a 30 % glass fiber reinforced
thermosetting pre-preg sheet molding compound based on phenolics.

2. APPLICATION

This specification was released originally for material wused as heat
shield.

3. REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.1.1 All requirements of this specification, identified by symbol
(s), shall be met with data representing 3 sigma values.

3.2 INFRARED SPECTROPHOTOMETRY, PYROLYTIC GAS CHROMATOGRAPHY AND/OR
THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval shall
constitute the reference standard and shall be kept on file at the
designated material laboratory. All samples shall produce IR spectra
and thermograms that correspond to the reference standard when tested
under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned in
a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under the
same conditions unless otherwise specified.
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3.4 MOLDED TEST SPECIMEN

3.4.1 Preparation of Test Specimens

All test specimens shall be prepared from cross-ply molded
plaques or equivalent. The plaques are to be manufactured
from the same material and under equivalent conditions as
production parts. The plaques shall have the following
dimensions:

300 x 300 mm minimum x 2.5 +/- 0.2 mm

Prepared specimens must show no evidence of fiber tear or
loose fiber strands protruding from the specimens. No
additional annealing of specimens is allowed.

3.4.2 Density 0.9 - 1.04 g/cm3
(IS0 1183, Method A)

(s) 3.4.3 Filler Content

3.4.3.1 Ash Content 42 +/- 5 %
{(ISO 3451/1, Method A,
1 h at 650 +/- 25 C)

3.4.3.2 Glass Fiber Content
By Weight 30 +/- 3 %

Test Method: ISO 3451/1, Method B, 1 h at 650
+/- 25 C, except use 5 % by volume hydrochloric
acid solution for 15 minutes. Rinse the glass
fibers several times with distilled water before
drying in an oven for 2 h at 120 +/- 2 C. After
cooling, weigh the crucibles and calculate the
percent glass fibers.

(s) 3.4.4 Tensile Strength at Max Load, min 20 MPa
(ISO R 527, 150 min x 10
X 2.5 +/- 0.2 mm specimen,
5 mm/min test speed)

(s) 3.4.5 Flexural Modulus, min 3 GPa
(ISO 178, 60 x 10 x
2.5 +/- 0.2 mm specimen,
40 mm support span,
2 mm/minute test speed)

3.4.6 Flexural Strength, min 40 MPa
(ISO 178, 60 x 10 x
2.5 +/- 0.2 mm specimen,
40 mm support span,
2 mm/min test speed)
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