ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number

TAPE, DECORATIVE, PRESSURE WSK-M3G178-A
SENSITIVE, EXTERIOR

SCOPE

The materials defined by this specification are decorative tapes used for
exterior applications, transparent or pigmented, which may be silk screen
printed on the face side and may be covered with a durable clear
protective coating and backed with a pressure sensitive adhesive which is
protected by a release paper.

APPLICATION

This specification was released originally for material used for exterior
decorative applications,

REQUIREMENTS

All testing to be done on finished production parts (i.e., film to be
used to design intent and application on production substrate/paint).

3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-10l. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at 1its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to the reference
standard when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

Date Release No. Release/Revision

1990 12 03 |EPOOE01031542000Revised Concurred L.A. Schmalz K. Gerhards

1990 06 01 |EPOOE01031536000|Released K. Gerhards
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ENGINEERING MATERIAL SPECIFICATION

3.4 FI1M PROPERTIES

WSK-M3G178-A

3.4.1 Appearance
(FLTM BI 109-01)

The color and surface finish shall match the approved

Design Center master sample, or shall be as specified on
the engineering drawing.

3.4.2 Thickness 0.09 +/- 0.02 or as specified on
(ASTM D 1000) engineering drawing

3.4.3 Vidth As specified on engineering
(ASTM D 1000) drawing

3.4.4 Gloss, min As specified on engineering
(FLTM BI 110-01, drawing
60 deg glossmeter)
Tolerances
Low gloss (< 30 % reading) +/- 3 units
High gloss (> 30 % reading) +/- 7 units

3.4.5 Print/Coating Adhesion
(FLIM BI 106-01, Method C)

There shall be no separation of printed colors/coatings
from the base film.

3.4.6 Tensile Strength, min 7.0 MPa
(ASTM D 882, Method A,
25 x 150 mm specimen, bench marks
distance - 50 mm, jaw separation -
100 mm, 50 mm/minute test speed)

3.4.6.1 Elongation, min 35 %

3.4.7 180 Degree Peel Adhesion, min
(ASTM D 1000, except determine
adhesion to current production
exterior paint systems, evaluate
plot according to IS0 6133 Figure 1)

Note: Assemblies shall be conditioned for 24 h at standard
conditions prior to exposure. Testing shall be conducted 1
h after removal from the conditioning environment; after
water immersion, 4 h recovery is permitted.

3.4.7.1 As Received 450 N/m
3.4,7.2 After 48 h at RT 700 N/m

3.4.7.3 Aged
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WSK-M3G178-A

3.4.8
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Test Method: Expose two samples to each of the
following conditioms:

. 168 h at 80 +/- 2 C. 700 N/m
240 h water immersion 550 N/m
(FLTM BI 104-01)
After 24 h reconditioning 700 N/m
EAO NAAO
Cycle Exposure: 4 eycles 10 cycles

700 N/m 700 N/m
4 h at 80 +/- 2 C
4 hat 38 +/- 2 C
and 95 - 100 & RH,
16 h at - 40 +/- 2 C.

* Run five cycles, allow to rest at standard
conditions for 48 h, rum five additional cycles.

Heat Resistance 700 N/m

Shall withstand a simulated paint repair bake
(30 minutes at 120 +/- 2 C) after 2 h
conditioning without evidence of blistering,
checking, cracking, or shrinkage.

3.4.7.4 Cold Adhesion, min 210 N/m
(ASTM D 1000, except use
a test fixture capable of
maintaining a 90 degree peel
during the test.)

Test Method: Apply samples to substrate/paint and
condition 20 minutes at 23 +/- 2 C. Expose
assembly at 10 C for 10 minutes. Conduct peel
adhesion at 10 C. )

Note: No value shall be below 150 N/m at any
data point, (no zipping).

Shrinkage, max 0.5 %

No evidence of cracking or color change after exposure in a
mechanical convection oven for 30 minutes at 120 +/- 2 C.
The test shall be conducted 2 h after application of a 25 x
250 mm strip of the material to a test panel. This test
shall be conducted in both machine and cross-machine
directions.
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