Mﬁ@f%}wﬁ@%

ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number

TAPE, ADHESIVE, ONE SIDED, PVC FOAM, CLOSED WSK-M3G203-A1
CELL PRESSURE SENSITIVE, EXTERIOR

TAPE, ADHESIVE, ONE SIDED, PVC FOAM, CLOSED WSK-M3G203-A2
CELL PRESSURE SENSITIVE, EXTERIOR

1. SCOPE

The materials defined by these specifications are soft, closed cell polyvinyl chloride (PVC) foam
tapes. One side is adhesive coated and the other protected by a coated release paper.

Note: These products are manufactured so that as the tape is unrolled, the adhesive surface is
exposed. While rolled, the top surface of the release paper serves as a liner to protect the
adhesive and prevent sticking. The release paper remains on the adhesive free surface of the
foam tape and is not removed until after installation, except when supplied in cut length in which
case the release paper is on the adhesive side.

2. APPLICATION

These specifications were released originally for materials used as fillers between exterior
moldings and painted metal and for sealing windshield rubber weatherstrips against water leaks or
for similar applications as specified on Engineering Drawing.

Prior to the release for a particular application and in addition to the requirements specified within
these specifications, full evaluation as a component of specific trim products must be tested by
the responsible Component Engineering activity on substrates intended for use in the final
application.

3. REQUIREMENTS
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality System Requirements, QS-
9000. Material specification requirements are to be used for initial qualification of
materials. A Control Plan for ongoing production verification is required. This plan must
be reviewed and approved by the relevant Ford Materials activity and/or Ford Supplier
Technical Assistance (STA) prior to production parts submission. Appropriate statistical
tools must be used to analyze process/product data and assure consistent processing of
the materials.

Part producers using this material in their products, must use Ford approved materials and
must conform to a process control plan which has been approved by STA and/or the
relevant Materials Activity.
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ENGINEERING MATERIAL SPECIFICATION WSK-M3G203-A1/A2

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or thermal analysis of
material/parts supplied to this specification. The IR spectra and thermograms established
for initial approval shall constitute the reference standard and shall be kept on file at the
designated material laboratory. All samples shall produce IR spectra and thermograms
that correspond to the reference standard when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS
All test values indicated herein are based on material conditioned in a controlled
atmosphere of 23 +/- 2 °C and 50 +/- 5 % relative humidity for not less than 24 hours prior
to testing and tested under the same conditions unless otherwise specified.

3.4 MATERIAL PROPERTIES

3.4.1 Color Black or as specified on
Engineering Drawing

34.2 Dimensions As specified on
(ASTM D 1000) Engineering Drawing
3.4.3 Density 110 +/- 15 kg/m3

(ASTM D 1667)
Use strips of the tape as received with adhesive

3.4.4 Breaking Strength, min. 400 N/m
(ASTM D 1000)

345 Elongation, min 100 %
(ASTM D 1000)

WSK-M3G203-A1 WSK-M3G203-A2

3.4.6 Compression Deflection 3 -9 kPa 2 -3kPa
(ASTM D 1056)

3.4.7 Compression Set 90 % 60 %
(ISO 1856)

72hat23+/-2°C
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