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ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
SEALER, SOLVENT RELEASE, SYNTHETIC RUBBER BASE WSK-M4G336-A
1. SCOPE

The material defined by this specification is a solvent release, air drying sealer based on
synthetic rubber and synthetic resins.

2. APPLICATION

The material was originally released to seal plugs in the wheel arch area e.g., plugs or stoppers
for cavity corrosion protection access holes.

3. REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System Standard Q-101. A
mutually acceptable Control Plan as described therein is required for material/source
approval. Appropriate statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or thermal analysis of
material/parts supplied to this specification. The IR spectra and thermograms
established for initial approval shall constitute the reference standard and shall be kept
on file at the designated material laboratory. All samples shall produce IR spectra and
thermograms that correspond to the reference standard when tested under the same
conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned in a controlled
atmosphere of 23 +/- 2 °C and 50 +/- 5 % relative humidity for not less than 24 h prior to
testing and tested under the same conditions unless otherwise specified.

3.4 COLOR Grey or as specified on
Engineering Drawing

3.5  SOLIDS, min 56.0 %
(FLTM BV 150-10)

Date Action Revisions
2000 07 31 Editorial — no technical change APC
1991 07 01 EPOOE01089486000 | Released W. Scholz Conc. J. Schult
Printed coples are uncontrotied Page 1 of 5
Documents
Copyright by the Ford Motor Company Document Sharing Hub

Mon Aug 29 00:15:23 2016
Full document details: FORD WSK-M4G336-A 2000


http://www.avadocuments.com/doc/ford-wsk-m4g336-a-2000
http://www.avadocuments.com/doc/ford-wsk-m4g336-a-2000

é%?;;%“fjfgﬁféf& @%ﬁ@ff};ﬁ@%ﬁg@}

ENGINEERING MATERIAL SPECIFICATION WSK-M4G336-A

3.6 ASH, max 40.0 %
(FLTM BV 150-10)

3.7  DENSITY 1.1 +/- 0.05 g/lom®

3.8 VISCOSITY at 23 °C
(FLTM BV 103-01, nozzle 2 mm dia,
air pressure 0.275 MPa)

Note: Final approval of a specific viscosity of material for production shipments shall be
made by affected Manufacturing Division. In all cases, however, the viscosity shall be
within the limits specified above and shall meet all requirements of this specification.

3.8.1 As received 5-40s

3.8.2 After Aging, max 60 s
(14 days at 23 +/- 2 °C)

3.9 FLOW RATE No flow
(FLTM BV 153-01, Method A, Template R4)

Test immediately after material application and record flow after 30 minutes at room
temperature.

Note: Use grease-free test panels as well as test panels coated with PVC Underbody
material according to specification WSK-M4G334-A.

3.10 FLEXIBILITY No chipping or separation from
substrate

3.10.1 Original at Room Temperature
Test Method:

Apply a 280 x 30 x 2 mm bead of material under test to test panels prepared
according to paragraph 3.9 Note.

After 48 h at RT cure test specimens at 110 +/- 2 °C for 20 minutes.

After cooling to room temperature, bend the test specimens through an
angle of 90 degree within 2 s in accordance with FLTM BV 153-04, except
use a 10 mm dia mandrel.
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