ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
ADDITIVE, ANTI FREEZE, WINDSHIELD WASHER, INITIAL FILL WSK-M8B18-A
1. SCOPE

The material defined by this specification is a mixture from ethanol,
organic solvents, surfactants, dyestuff and water. The formulation is
designed to meet German tax requirements for denaturated ethanol.

2. APPLICATION

This specification was released originally for material used as winter
additive for windshield washer tanks.

3. REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce IR
spectra and thermograms that correspond to the reference standard
when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

3.4 COMPOSITION

Ethanol 75.0 %
Remaining additives and water 25.0 &
3.5 MIXING RATIO 1:2
The antifreeze additive will provide - 20 C freezing resistance
when used in a mixing ratio of 1:2 with water.
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ENGINEERING MATERIAL SPECIFICATION

WSK-M8B18-A
3.6 MATERIAL PROPERTIES
3.6.1 Density at 20 C 0.855 - 0.870 g/mL
(ASTM D 1475)
3.6.2 Color Clear light blue
3.6.3 Freezing Point, max -20 C
(Initial Approval only)
(ASTM D 1177, mixing ratio 1:2)
Test with demineralized water.
3.6.4  Shelf Stability 1 year

No change of properties and no color change after a storage
time of one year in the closed original container.

3.7 INFLUENCE ON PAINTED SURFACES (Initial Approval only)

Painted surfaces shall be tested as required in the relevant paint

performance specification or according to FLTM BI 152-01, as
specified below.

Use antifreeze additive under test instead of the specified test

liquid.

3.7.1 Plastic Bumpers: High flexible paint system for plastic
bumpers shall meet the requirements of the appropriate
paragraph of WSK-M2P145-A,

3.7.2 Radiator grills: Paint systems for radiator grills,
mirrors etc. shall meet the requirements of the appropriate
paragraph of WSK-M2P143-A.

3.7.3  Vehicle bodies: Paint systems for vehicle bodies per
WSK-M2P136-A shall be tested according to FLTM BI 152-01.

No breaks, cracks, blisters, loss of adhesion, color tone
changes or other surface failures permitted.

3.7.4  Paint repair: Relevant repair paint systems as used in the
plant shall be tested according to FLTM BI 152-01.

No breaks, cracks, blisters, loss of adhesion, color tone
changes or other surface failures permitted.

3.8 INFLUENCE ON PLASTIC SUBSTRATES (Initial Approval only)

Plastic surfaces shall be tested as required in the relevant
plastic part performance specification.

Use antifreeze additive under test instead of the required test

liquid.
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