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ENGINEERING MATERIAL SPECIFICATION

Material Name

HARDENER, TWO PACK, SUEDE COATING

1. SCOPE

The material defined by this specification is an isocyanate hardener.

2. APPLICATION

Specification Number

WSK-M99J363-A

This specification was released originally for material used as hardener for "Suede Coating" topcoat
WSK-M2J223-A and primer WSK-M6J164-A.

3. REQUIREMENTS

Material specification requirements are to be used for initial qualification of materials.

3.1 QUALITY SYSTEM REQUIREMENTS
Material suppliers and part producers must conform to the Company's Quality System
Requirements.
3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS
IR spectra and thermograms established for initial approval shall constitute the reference
standard and shall be kept on file at the designated material laboratory. All samples shall
produce IR spectra and thermograms that correspond to the reference standard when
tested under the same conditions.
3.3 CONDITIONING AND TEST CONDITIONS
All test values indicated herein are based on material conditioned in a controlled
atmosphere of 23 +/- 2 °C and 50 +/- 5 % relative humidity for not less than 24 h prior to
testing and tested under the same conditions unless otherwise specified.
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3.4 COMPOSITION

3.4.1 Resin: Synthetic resins
3.4.2 Solvent Emissions See Initial Sample
(ASTM D 3960) +/-1 %

This requirement is as determined by the United States Environmental Protection
Agency Reference Method #24 and is only applicable to materials used in the
USA.

3.5 MATERIAL PROPERTIES

3.5.1 Non-volatile, min 65 %
(FLTM BI 102-01)

3.5.2 Density See Initial Sample
(ASTM D 1475) +/- 0.05 g/mL

3.5.3 Viscosity as supplied See Initial Sample
(FLTM BI 111-01) +/-3s

3.5.4 Storage Stability: 90 days

During a storage of 90 days between 5 and 32 °C temperature the material as
supplied shall not change properties and the aged material must pass all
specification requirements.

3.6 QUALITY

The hardener must be adaptable for application in accordance with the appropriate Ford
Motor Company Process Specification.

If paint WSK-M2J223-A or primer WSK-M6J164-A are used in connection with this
hardener, the resulting paint must meet all requirements of the material specification.

3.7 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in all characteristics to the
material upon which approval was originally granted.

Prior to making any changes to the material originally approved under this specification,
whether or not such changes affect the material's ability to meet the specification
requirements, the Supplier shall notify the affected Purchasing, and Materials Engineering
activities (with reasons) of the proposed changes. Upon notification of the Company, further
instructions will be provided.
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