@ ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
LUBRICANT, SILICONE, PTFE/ADDITIVES WSS-M1C263-A
1. SCOPE

The material defined by this specification i1s a synthetic lubricating
compound consisting of a dimethyl polysiloxane fluid, PTFE, and other
additives to provide low friction properties.

2. APPLICATION
This specification was released originally for a compound to be used on
brake caliper pins where good rubber to metal or plastic to metal
lubrication is required. The 1lubricant 1s suitable for operating
temperatures between - 40 and + 150 C.

3. REQUIREMENTS
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality

System Requirements, QS-9000. Material specification requirements
are to be used for initial gualification of materials. A Control
Plan for ongoing production verification i1s required. This plan

must be reviewed and approved by the relevant Ford Materials
activity and/or Ford Supplier Technical Assistance (STA) prior to
production parts submission. Appropriate statistical tools must
be used to analyze process/product data and assure consistent
processing of the materials.

Part producersg using this material in their products, must use
Ford approved materials and must conform to a process control plan
which has been approved by STA and/or the relevant Materials

Activity.
3.1.1 Initial Qualifications
The supplier must furnish to the affected Materials
Fngineering activity a completed and certified copy of
the attached Supplement A and test reports demonstrating
the capability of the process for the listed critical
properties.
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3.1.2 Ongoing Verification Plan

In addition to the control plan, the supplier and
affected Materials Engineering activity shall establish
a mutually agreed upon ongoing product verification plan
which will be listed on Supplement B.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to the reference
standard when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise gpecified.

3.4 CONSISTENCY

Material shall be a smooth homogenous product free from abrasive
particles, it shall be consistent in color and texture, and free
from objectionable odors during normal storage. It shall be
suitable for the intended application.

3.5 FUNCTIONAL APPROVAL

Materials being evaluated for initial approval may be subjected to
a functional trial. Functional trial results shall be evaluated
by the responsible Systems Engineering and Materials Engineering
activities prior to material approval and release.

3.6 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed
changes and obtain the written approval of the Materials
Engineering activity. Test data, test samples and a new code
identification are to be submitted with the regquest.

Substance restrictions imposed by law, regulations or Ford, apply
to the materials addressed by this document. The regulations are
defined in Engineering Materials Specification WSS-M99P9999-Al1.
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4. APPROVAL OF MATERIALS

Materials defined by this specification must have prior approval by the
responsible Materials Engineering activity. Suppliers desiring approval
of their materials shall first obtain an expression of interest from the
affected Purchasing, Design and Materials Engineering activity. Upon
request, the Supplier shall submit to the affected Materials Engineering
activity a completed copy of their laboratory test reports, signed by a
qualified and authorized representative of the test facility,
demonstrating full compliance with all the requirements of this
specification (test results, not nominal values) , the material
designation and code number, and test specimens for Ford evaluation.
Ford's engineering approval of a material will be based on its
performance to this specification and on an assessment of suitability for
intended processes and/or applications. Upon approval, the material will
be added to the Engineering Material Approved Source List.

5. GENERAL INFORMATION

The information given below is provided for clarification and assistance
in meeting the requirements of this specification.

5.1 TYPICAL PROPERTIES
The information shown i1s to provide data on products which have

been gqualified to this specification. The wvalues shown do not
constitute part of the requirements for initial qualification.

5.1.1 PENETRATION, unworked, max 300 - 330
(ASTM D 217)

5.1.2 BLEED, max 0.5 %
(MIL-8-791b, Method 321.2, 24 h
at 150 C)

5.1.3 EVAPORATION, max 1.0 %
(MIL-S-791b, Method 321.2, 24 h
at 150 C)

5.1.4 DROPPING POINT, min 204 C
(ASTM D 566)

5.1.5 OXIDATION STABILITY, max 15 kPa

(ASTM D 942, pressure drop in 100 h)

5.1.6 WATER SPRAY-OFF, max 1.0 %
(ASTM D 4049, 5 minutes at 38 C)

5.1.7 SWELL OF EPDM RUBBER, max 1.0 %
(ASTM D 471, 168 h at 75 C)

5.1.8 CORROSION, max 10 %
(ASTM B 117, 1 mm thickness, 500 h)

5.1.9 DIELECTRIC CONSTANT 3.2
(AST™™ D 150)
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