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ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
FABRIC, ATLANTA PATTERN, KNIT WSS-M1H850-A
1. SCOPE

The material defined by this specification is a 56 Gauge, Single Raschel pattern, knit body cloth of
good quality and uniform composition.

2. APPLICATION

This specification was released originally for material used as an interior trim fabric for 2003
Expedition seat bolster.

3. REQUIREMENTS

In addition, to the requirements listed herein, the fabric shall meet all requirements of
WSS-M8P18-A1/A4 as applicable.

Material specification requirements are to be used for initial qualification of materials.
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to the Company's Quality System
Requirements.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

IR spectra and thermograms established for initial approval shall constitute the reference
standard and shall be kept on file at the designated material laboratory. All samples shall
produce IR spectra and thermograms that correspond to the reference standard when
tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS
All test values indicated herein are based on material conditioned in a controlled

atmosphere of 23 +/- 2 °C and 50 +/- 5 % relative humidity for not less than 24 h prior to
testing and tested under the same conditions unless otherwise specified.
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ENGINEERING MATERIAL SPECIFICATION

WSS-M1H850-A

3.4 FABRIC CONSTRUCTION

341 Fabric Count, +/- 5 % tolerance
(ASTM D 3887)

Wales
Courses

34.2  Fabric Weight, range, g/m*
(FLTM BN 106-01)

Laminated *
420-515
* 3 mm foam thickness

3.5 COMPOSITION
(ASTM D 629)

165 wales/10 cm

252 courses/ 10 cm

Face with Backcoat

340-402

Tolerance as specified in WSS-M8P18-A1/A4

Fabric
Backcoat

3.6  YARN CONSTRUCTION
(ASTM D 1244)

Face

Middle

Back
3.7 METHOD OF DYEING

3.8 FINISHING OPERATIONS

100 % Polyester
100 % Acrylic

(A) 7.7 tex f34 (Dull Round Polyester)
(B) 7.7 tex f34 (Dull Round Polyester)

7.7 tex f34 (Semi Dull Round Textured
Polyester)

7.7 tex f34 (Dull Round Polyester)
Piece Dye

Knit, Dye, Pad, Nap,
Shear Heatset, Inspect,

Page 2 of 4

Copyright © 2001, Ford Global Technologies, Inc.

Copyright by the Ford Motor Company

Mon Aug 29 22:41:31 2016
Full document details: FORD WSS-M1H850-A 2001

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/ford-wss-m1h850-a-2001
http://www.avadocuments.com/doc/ford-wss-m1h850-a-2001

