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ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
COATINGS, STEEL SHEET WSS-M1P94-A
1. SCOPE

This specification defines the requirements for coil coatings on steel sheet. (see para 5.1). These
coatings comprise 4 categories:

Zinc Based Metallic (i.e. Zinc, Zinc/Iron, Zinc/Nickel and other Zinc/Alloy)

Other Metallic (i.e. Nickel, Tin)

Organic (i.e. Zinc Rich Primer)

Phosphate (Upon request from the Stamping Plant to the responsible

Materials Engineering Activity, there is the option of using prephosphated material to aid
formability).

Such coatings shall be specified in conjunction with the appropriate base steel sheet. At the time of
the last revision of WSS-M1P94-A, the currently released base steel sheet specifications were:

. WSS-M1A183-D

. WSB-M1A215-E1/F1

. WSD-M1A333-A1/A2/A3/A4

. WSS-M1A338-A1

. WSS-M1A341-A8/A1/A2/A3/A4/ALIAG/AT
. WSS-M1A344-A1/A2

. WSS-M1A345-A1/A2/A3/A4

. WSS-M1A346-A1/A2/A3/A4/A5/A6

. WSS-M1A347-A1/A2/A3/A4/A5/A6

. WSS-M1A348-A1/A2/A3/A4/AS/AGIAT

2. APPLICATION

This specification was released originally for material used for automobile body and chassis parts
requiring good corrosion resistance. The category of Other Metallic Coatings was incorporated
originally for fuel systems parts requiring good corrosion resistance.

Note: Good quality paintability depends upon the critical factors of chemical cleanliness and
crystalline integrity of the phosphate coating. Accordingly, prudence should be exercised when
considering a pre-phosphate coating on exterior facing surfaces e.g. skin panels.

Date Action Revisions
2001 10 05 | Revised Rev para 3.5.5 K. Thurgood
2001 03 19 | Revised Rev para18&5.7 K. Thurgood (FAQ), M Fukahori (Mazda)
1996 02 15 | Activated K. Thurgood
Frinted soples are uncaniroiied Page 1 of 12

Copyright © 2001, Ford Global Technologies, Inc.

Documents
Copyright by the Ford Motor Company Document Sharing Hub

Mon Aug 29 22:45:07 2016
Full document details: FORD WSS-M1P94-A 2001


http://www.avadocuments.com/doc/ford-wss-m1p94-a-2001
http://www.avadocuments.com/doc/ford-wss-m1p94-a-2001

M@é@r(gﬁmﬁa@g

ENGINEERING MATERIAL SPECIFICATION WSS-M1P94-A

Note: The presence of a coating will influence the properties of the final coated product, compared to
the uncoated base steel sheet.

Note: Because of regional supply base variations and to make the most effective use of this
specification, users should consult with Materials Engineering.

3. REQUIREMENTS
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to the Company's Quality System
Requirements.

3.2 FORMABILITY
The formability para of the appropriate Base Steel Sheet material specification shall apply.
3.3 WELDABILITY
The weldability para of the appropriate Base Steel Sheet material specification shall apply,
except in the case of WSD-M1A333-A1/A2/A3/A4 and zinc based metallic coatings; also
WSD-M1A333-A1/A2/A3/A4 and zinc rich primer, when FLTM BA 113-01 shall apply
3.4 PAINTABILITY

The paintability para of the appropriate Base Steel Sheet material specification shall apply.

3.5 COATING: ZINC BASED METALLIC
3.51 Coating Mass
(ASTM A 90)
Coating Mass Coating Mass Per Side g/m*
Designation Single Spot min/max*
Hot Dipped** Electrolytic**
00 NA 0
20 20/50 20/30
30 30/60 30/45
40 40/70 40/55
45 45/75 45/60
50 50/80 50/70
55 55/85 55/75
60 60/90 60/80
70 70/100 70/90
98 100/130 100/130
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ENGINEERING MATERIAL SPECIFICATION WSS-M1P94-A

In some instances, coatings that are produced to tighter coating mass ranges
than shown above may be available. These shall be designated as 'Restricted
Coating' (Symbol 'C') and shall be detailed on te appropriate Engineering
Drawing as follows:

Coating Mass Coating Mass Per Side g/m”
Designation Single Spot min/max*
Hot Dipped Electrolytic

50 50/70 50/65

55 55/75 55/70

60 60/80 60/75

70 70/90 -

98 100/125 -

*ASTM A 90 should be suitably modified to allow coating mass
determinations on individual sides.

**Where these tolerances can not be met, exceptions must be approved by
the responsible activity. Differentially coated products and higher strength
coated products generally have greater coating mass ranges than those
stated.

352 Coating Composition (Electrolytic)

Unless an alloy coating is chosen, the primary deposit shall be Zinc.
Electrolytic Zinc/Nickel shall contain 10.5 - 13.5 % Nickel. Electrolytic
Zinc/lron shall contain 12 - 18 % Iron. The frequency of testing and the
analytical method shall form part of the control plan.

353 Coating Composition (Hot Dipped)
Unless an alloy coating is chosen, the primary deposit shall be Zinc. The
frequency of testing and the analytical method shall form part of the control
plan (see also para 5.4).

354 Supplementary Coatings
Unless otherwise stated (see para 3.7 and 3.8), no supplementary coatings

(other than a company approved mill oil {ust preventative oil) or prelube) are
permitted.
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355 Coating Adhesion
(ASTM A 924M/ASTM A 591)

Coated steel shall conform to the coating bend test requirements of ASTM A
924M for hot dipped and ASTM A 591 for electrolytic coated products. The
frequency of testing shall form part of the control plan.

3.5.6.1 Coating Bend Test
(ASTM A 924M/ASTM A591)

Coated Steel shall conform to the coating bend test
requirements of ASTM A 924M for hot dipped and ASTM A 591
for electrolytic coated products. The frequency of testing shall
form part of the control plan.

3.552 Adhesive Shear Test
(SAE J1523 or ISO 4587)
For All Coating Types

At a frequency to be negotiated with Materials Engineering (as
part of the Source Approval Process) and incorporated into the
control plan, the following:

When tested according to SAE J1523 or ISO 4587 (0.8 mm.
thickness specimen; additional bonding thickness of 0.25 mm.)
using a high strength structural epoxy adhesive such as WSB-
M2G388-A (1k) or WSB-M2G373-A (2k), the coating (ie. zinc or
zinc/alloy) shall remain adherent to the steel substrate up to a
minimum shear strength requirement of 8 MPa.

The supplier shall have the option to seek or decline approval to
paragraph 3.5.5.2. If approval to paragraph 3.5.5.2 is declined,
no material shall be supplied for adhesive bonding applications,
as defined by the relevant Engineering Drawings. The entry on
the ASL (Approved Source List) shall reflect this.

For relevant Engineering Drawings, component engineers are
recommended not to specify a minimum shear strength
requirement lower than 8 MPa.
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