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ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
OIL, ENGINE, ILSAC GF - 3, SERVICE FILL WSS-M2C205-A
1. SCOPE

This material specification defines the minimum acceptable performance requirements and
physical/chemical properties of engine oils to be used in Ford Motor Company vehicles.

2. APPLICATION
This material is used for lubrication of gasoline engines. This specification was released originally
for service fill engine oils meeting the 2002 model vehicle requirements for viscosity grades other
than SAE 5W-20. Sections titled QUALITY SYSTEM REQUIREMENTS, SUPPLIER'S
RESPONSIBILITY, and APPROVAL OF MATERIALS apply only to engine oils supplied directly to
Ford Motor Company and it's affiliates.

3. REQUIREMENTS
Material specification requirements are to be used for initial qualification of materials.

3.1 QUALITY SYSTEM

Material suppliers and part producers must conform to the Company's Quality System
requirements.

3.2 PERFORMANCE

Shall meet all the requirements of "The ILSAC GF-3 Minimum Performance Standard For
Passenger Car Engine Oils" and shall be licensed to display the API Certification Mark.

3.3 PHYSICAL/CHEMICAL PROPERTIES

3.3.1 Copper Corrosion, max 1b (Dark Orange)
(ASTM D 130 or ISO 2160, 3 h at 100 C)

3.3.2 Physical Appearance and Odor
Shall be clear and bright with no objectionable odor.
3.3.3 Contaminants

Shall be free of carcinogens, toxins, metals from refining or previous use.
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3.4 QUALIFICATION

It is the supplier's responsibility to have the technical evidence and documentation certifying
that a given formulation (base oil/ additive combination) meets all requirements described in
this specification.

The affected Ford Fuels and Lubricants Engineering activity reserves the right to request
certification documentation from any company claiming to meet this specification.

3.5 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in all characteristics to the
material upon which approval was originally granted.

Prior to making any changes to the material originally approved under this specification,
whether or not such changes affect the material's ability to meet the specification
requirements, the Supplier shall notify the affected Purchasing, and Materials Engineering
activities (with reasons) of the proposed changes. Upon notification of the Company, further
instructions will be provided.

Note: Suppliers should be prepared to provide test data and samples demonstrating
compliance to this specification, if requested.

Substance restrictions imposed by regulations or Company direction applies to the
materials addressed by this document. The restrictions are identified in Restricted
Substance Management Standard WSS-M99P9999-A1.

4. APPROVAL OF MATERIALS

This specification is intended to define the performance and/or properties of finished parts or
systems of combined materials. An Engineering Material Approved Source listing is not applicable
for this specification. Product Engineering materials referenced in this document and/or the affected
engineering drawing, which require prior Engineering approval, are shown in the Engineering Material
Approved Source List under the specification cited.
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