ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
DUCT, EPDM, MOLDED AIR INTAKE WSE-M2D470-A1
DUCT, CPE, CHLORINATED POLYETHYLENE, MOLDED ATIR INTAKE WSE-M2D470-A2
DUCT, CSM, CHLORCOSULFONATED POLYETHYLENE, MOLDED ATR INTAKE WSE-M2D470-A3
DUCT, ECO, EPICHLORCHYDRIN, MOLDED AIR INTAKE WSE-M2D470-A4
DUCT, EPDM, LOW OIL SWELL, MOLDED AIR INTAKE WSS-M2D470-A5
1. SCOPE

The material defined by this specification is a non-reinforced molded duct
with good compression set heat and ozone resistance.

2. APPLICATION

This specification was released originally for material used for large
diameter meolded tubing or ducts used in low pressure or vacuum applications
such as air intake lines. A convoluted part can be molded for flexibility.

WSE-M2D470-A1 ducts have good heat and ozone resistance with good to fair
compression set. This material has very poor fuel and oil resistance, but
can withstand incidental exposure.

WSE-M2D470-A2/A3 and WSS-M2D470-AS ducts have good heat and ozone
resistance with fair fuel and oil resistance and fair compression set.
These ducts should be used where residual vapors contain small amounts of
fuel and/or oil.

WSE-M2D470-24 ducts have good heat, ozone, compression set, fuel and oil
resistance. These ducts should be used where exposure to fuel and oil will
be encountered.

3. REQUIREMENTS
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality System
Requirements, QS-9000. Material specification reguirements are to be
used for initial qualification of materials. A Control Plan for
ongoing production verification is required. This plan must be
reviewed and approved by the relevant Ford Materials activity and/or
Ford Supplier Technical Assistance (STA] prior to production parts
submission. Appropriate statistical tools must be used to analyze
process/product data and assure consistent processing of the
materials.

Part producers using this material in their products, must use Ford
approved materials and must conform to a process control plan which
has been approved by STA and/or the relevant Materials Activity.

Date Action Changes
1996 10 30 [Revised Revised para 3.5 - 3.11, deleted 3.4 L. M. Hess
1996 02 27 |Revised Revised para 3.6, 3.7, 3.8, 3.9 L. M. Hess
1993 03 03 INEOLE10127076082[Released E. J. Duda
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3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specificaticn.
The IR spectra and thermograms established for initial approval shall
constitute the reference standard and shall be kept on file at the
designated material laboratory. All samples shall produce IR spectra
and thermograms that correspond to the reference standard when tested
under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS
All test values indicated herein are based on material conditioned in
a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under the
same conditions unless otherwise specified.

3.4 MATERIAL TESTING
3.4.1 Preparation of Test Specimens

All test specimens shall be die-cut from molded test slabs.
The test sheets shall have the following dimensions:

150 x 150 mm, min x 2.0 +/- 0.2 mm

3.5 ORIGINAL PROPERTIES Al A2 A3 Ad A5
3.5.1 Hardness, Durometer A, 75 70 70 75 75
+/- 5

(ISO 868/ASTM D 2240,
instantaneous, plied-up
specimen. Hand held
duroreters shall not
be used)

3.5.2 Tensile Strength, 9.0 12.0 10.5 9.0 8.0
MPa, min
{ISO 37/ASTM D 412,
Die C}

3.5.3 Elongation at Break, 280 300 220 250 200

[~
%, min

(Test Method according
to para 3.6.3)

3.5.4 Modulus at 100 % 4.3 3.0 3.8 3.3 4.0
Elongation, MPa, min
(Test Method according
to para 3.6.3)
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