ENGINEERING MATERIAI, SPECIFICATION

Materiali Name

Specltication Number

THERMOPLASTIC POLYOLEFIN ELASTOMER (TEO), WSS-M2D476-A2
100 % RECYCLED RUBBER MODIFIED, WSS-M2D476-A7
1. SCOPE

The materials defined by these specifications are thermoplastic polyolefin,
modified with recycled rubber from used tires.

2. APPLICATION

These specifications were released originally for material used in the
manufacture of mud flaps for commercial vehicles.

3. REQUIREMENTS
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality System
Requirements, QS-9000. Material specification requirements are to be
used for initial qualification of materials. A Control Plan for
ongoing production verification is required. This plan must be
reviewed and approved by the relevant Ford Materials activity and/or
Ford Supplier Technical Assistance (STA) prior to production parts
submission. Appropriate statistical tools must be used to analyze

process/product data and assure consistent processing of the
materials.

Part producers using this material in their products, must use Ford
approved materials and must conform to a process control plan which
has been approved by STA and/or the relevant Materials Activity.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAIL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or thermal
analysis of material/parts supplied to this specification. The IR
spectra and thermograms established for initial approval shall
constitute the reference standard and shall be kept on file at the
designated material laboratory. All samples shall produce IR spectra

and thermograms that correspond to the reference standard when tested
under the same conditions.
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3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned in
a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative humidity
for not less than 24 h prior to testing and tested under the same
conditions unless otherwise specified.

3.4 MATERIAL TESTING
3.4.1 Preparation of Test Specimens
Whenever possible, all test specimens shall be die-cut from
the finished parts. When not feasible, specimens cut from
molded test sheets manufactured from the same material and
with equivalent cure to molded parts are recommended. The
test sheets shall have the following dimensions:

114.03 x 81 mm, min x 3.2 +/- 0.2 mm

3.5 ORIGINAL PROPERTIES

A2 A7

3.5.1 Density, g/cm3 1.02 +/- .02 1.04 +/- .02
(ISO 1183, Method A/ASTM D 297)

3.5.2 Hardness, Durometer A, +/- 5 95 80
{ISO 868/ASTM D 2240, 15 s delay)

3.5.3 Tensile Strength, MPa, min 5.5 3.8
(ISO 37/ASTM D 412, Die C)

3.5.4 Elongation at Break, %, min 150 100
(Test Method according to para 3.5.3)

3.5.5 Modulus at 100 % Elongation, MPa 5.0 3.2
{Test Method according to para 3.5.3)

3.5.6 Tear Strength, kN/m, min 35 18

(ISO 34, Method B, procedure (a)/
ASTM D 624, Die C)

3.5.7 Cold Flexibility at - 40 +/- 1 C No cracking No cracking
(FLTM BN 102-01, except
25 x 98 mm sample)

3.5.8 Ozone Resistance, max Rating 0 Rating 0
(FLTM BP 101-01, Procedure A)

WP 3948—b Page 2 of 4
B - 9009160 0003470 570 M - Documents
Copyright by the Ford Motor Company Document Sharing Hub

Mon Aug 29 22:52:05 2016
Full document details: FORD WSS-M2D476-A2 1995


http://www.avadocuments.com/doc/ford-wss-m2d476-a2-1995
http://www.avadocuments.com/doc/ford-wss-m2d476-a2-1995

