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ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
FABRIC, SUEDE VINYL COATED (PVC), CARPET BINDING WSS-M2F198-A
1. SCOPE

The material defined by this specification is a laminate consisting of an expanded vinyl layer and a
65%/35% polyester/cotton woven fabric.

2. APPLICATION

This specification was released ariginally for material used as sewn edge binding for automotive floor
mats

3. REQUIREMENTS

In addition to the requirements listed herein, this material should meet the requirements of
WSS-M15P44-A, TROW IN MATS ASSEMBLIES, CARPETED.

Material specification requirements are to be used for initial qualification of materials.
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to the Company's Quality System
Requirements.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

IR spectra and thermograms established for initial approval shall constitute the reference
standard and shall be kept on file at the designated material laboratory. All samples shall
produce IR spectra and thermograms that correspond to the reference standard when
tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned in a controlled
atmosphere of 23 +/- 2 °C and 50 +/- 5 % relative humidity for not less than 24 h prior to
testing and tested under the same conditions unless otherwise specified.

34 APPEARANCE
(FLTM BI 109-01)

The color, pattern, gloss level and finish shall match the approved Corporate Design master
sample, or shall be as specified on the engineering drawing.
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BACKING FABRIC

The fabric backing shall be knitted from a good grade of cotton/polyester yarn

Construction

WEIGHT, min
(ASTM D 751, sample method)

Vinyl coat
Backing fabric
Total

BREAKING STRENGTH, +/-10 %
(ASTM D 751, Grab Method)

WMD
AMD

RESISTANCE TO TEAR Trapezoid, +/- 10 %
(ASTM D 5733, Integration Method *)

WMD
AMD

*As approved by the Materials Engineering Activity

STRETCH AND SET, %, range
(SAE J855)

WMD
AMD

ABRASION RESISTANCE
(SAE J948, H18 wheel, 500 g load)

65 %/35 %
Polyester/Cotton

677 g/m®
100 g/m?
777 gim®

300 N
400 N

49 N
64 N

Stretch Set

1-5 0-2
0-4 04

500 cycles

The vinyl coated fabric shall exhibit no visual evidence of wear through to the backing fabric.

FLAMMABILITY
(ISO 3795/SAE J369)

Burn Rate, max
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