@ ENGINEERING MATERIAL SPECIFICATION

Material Name

ADHESIVE, ONE PART UV CURABLE

1. SCOPE

Specification Number

WSS-M2G391-A

The material defined by this specification is a one part, flexible UV

adhesive.
2. APPLICATION

This material was released originally as an adhesive for cab bonding.
3. REQUIREMENTS

3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality

System Requirements, QS-9000. Material specification requirements
are to be used for initial gqualification of materials. A Control
Plan for ongoing production verification is required. This plan

must be reviewed and approved by the relevant Ford Materials
activity and/or Ford Supplier Technical Assistance (STA) prior to
production parts submission. Appropriate statistical tools must be
used to analyze process/product data and assure consistent

processing of the materials.

Part producers using this material in their products, must use Ford
approved materials and must conform to a process control plan which

has been approved by STA and/or the relevant Materials Activity.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to the reference

standard when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 °C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under

the same conditions unless otherwise specified.
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3.4 VISCOSITY
(ASTM D 1084, #5 model RVT gpindle at 20 RPM)

At 25 +/- 1 °C 8,000 - 15,000 cp
3.5 UV FIXTURE TIME 20 s

Using tissue, wipe glass microscope slides with acetone and allow
to dry at room temperature.

Apply about 0.03 cc (one drop) of adhesive to one slide. Join the
slides together with an overlap of approximately 0.5 inch and press
the slides together until the adhesive stops spreading.

Place the sglides under a UV light source adjusted to the specified
intensity at the bondline: 6 milliwatts/cm2, 365 mm.

Fixture time is determined to the nearest second when the assembly
can not be separated by hand in the shear mode.

Repeat the above procedure three times and report the average.

3.6 ADHESIVE STRENGTH, MIN. 136 GPa
(ASTM D 1002)

3.7 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be eguivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the ©properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the sgpecification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials FEngineering
activity. Test data, test samples and a new code identification
are to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply
to the materials addressed by this document. The restrictions are
defined in Engineering Materials Specification WSS-M99P9999-A1.
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