@ ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
PAINT PERFORMANCE, RIGID SUBSTRATES, EXTERIOR WSS-M2P180-A
1. SCOPE

This specification defines the performance of a multi-layered paint
system required for all exterior rigid body sheet metal and all exterior
rigid body parts where Dbest appearance and highest durability are
required. This system 1is specified for assembly plants, component
suppliers and refinish repair.

2. APPLICATION

This specification was released originally to define paint performance of
exterior surfaces and define the performance reguirements for a complete
service refinish paint system. Tt is specified for wvehicle bodies,
hoods, fenders and other exterior parts visible after assembly. This
specification is applicable to all surfaces outboard of the weather-
strip.

3. REQUIREMENTS

Terminating exterior edges visible after assembly shall conform to the
full requirements of this specification.

In-department, pre-delivery and refinish paint repairs shall meet the
requirements of this specification.

3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality

System Requirements, QS-9000. Material specification requirements
are to be used for initial qualification of materials. A Control
Plan for ongoing production verification is required. This plan

must be reviewed and approved by the relevant Ford Materials
activity and/or Ford Supplier Technical Assistance (STA) prior to
production parts submission. Appropriate statistical tools must
be used to analyze process/product data and assure consistent
processing of the materials.

Part producers using this material in their products, must use
Ford approved materials and must conform to a process control plan
which has been approved by STA and/or the relevant Materials

Activity.
Date Action Changes/Revisions
1999 12 14 Editorial - no technical change APC
1999 07 22 Activated G. Molnar P. Osman T. Weingartz D. Green
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3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to the reference
standard when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

3.4 SYSTEM COMPONENTS
3.4.1 Substrates

Auto body steel, aluminum, pre-coated or electroplated
zinc or zinc alloy coated steel and zinc die casting or
as specified on Engineering Documents.

Rigid polymers and rigid polymer blends, SMC, ABS, etc.
with a flex modulus typically greater than 1250 MPa.

3.4.2 Substrate Condition

The surface to be coated must be cleaned by an autocmated
process to ensure the absence of o0il or alkaline
residues, fingerprints, corrosion, mold release agents,
dirt, moisture, and other foreign materials.

3.4.3 Coating Material
3.4.3.1 Zinc Phosphate (Metallic Substrates)

Zinc phosphate coating per WSK-M3P1-C for cold
rolled steel, pre-coated, electroplated zinc
or zinc alloy coated steel and zinc die
castings.

Zinc phosphate coating per WSK-M3P1-C shall be
used 1f steel and aluminum parts are processed
concurrently.

The aluminum tolerance of the process used
shall not be exceeded and all requirements of
both WSK-M3P1-C and this gpecification shall
be met by both steel and aluminum parts.
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3.4.3.2 Cathodic Electrocoat (Metallic Substrates)

Ford Engineering approved current production
materials.

3.4.3.3 Primer and Color Coat (All Substrates)

Ford Engineering approved current production
materials should be used.

When necessary in order to meet the
requirements of this specification, an
adhesion promoter and/or primer surfacer must
be used as specified on Engineering Documents.

Powder must be applied over cathodic e-coat.
3.4.3.4 In-Department and Predelivery Repairs

Repaired areas must meet the requirements of
this specification. All repair materials and
processes used should be approved by the
affected Product Materials Activity. Maximum
film thickness and/or number of repairs for
repaired parts will be specified in the
mutually agreed control plan and conform to
para 3.5.6.

3.4.4 Finished Parts

Testing must be conducted on actual production parts.
Where part dimensions limit equipment access,
representative panels run through the production
processes may be substituted for production parts.

These panels shall be processed together with parts and
shall be representative of the parts with respect to
substrate, phosphate coating, primer thickness, sanding,
enamel thickness, and processing.

3.5 FILM PROPERTIES
3.5.1 Color Tolerancing TBD
(FLTM BI 109-01 Visual Assessment)
(SAE J 1545, Three-Angle CMC)

Shall match the Master Approved Sample color panel.
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