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ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

MASKING TAPE - VINYL AND POLYESTER WSS-M3G234-A2
COMPOSITE BASED, BAKEABLE

1. SCOPE

The material defined by this standard is a vinyl and polyester composite masking tape that is
removable after paint oven bake conditions, without any residue that effects glass bonding.

2. APPLICATION

This specification was released originally for materials used to provide localized masking of the
windshield and other painted metal flanges prior to the application of urethane adhesive. This tape
is to be applied to electrocoated metal surfaces. Tape removal is performed after paint oven bakes.

3. REQUIREMENTS

Material specification requirements are to be used for initial qualification of materials.

31 QUALITY SYSTEM REQUIREMENTS
Material suppliers and part producers must conform to the Company's Quality System
Requirements.
3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS
IR spectra and thermograms established for initial approval shall constitute the reference
standard and shall be kept on file at the designated material laboratory. All samples shall
produce IR spectra and thermograms that correspond to the reference standard when
tested under the same conditions.
3.3 CONDITIONING AND TEST CONDITIONS
All test values indicated herein are based on material conditioned in a controlled
atmosphere of 23 +/- 2 °C and 50 +/- 5 % relative humidity for not less than 24 h prior to
testing and tested under the same conditions unless otherwise specified.
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TAPE PROPERTIES

3441

342

343

344

Breaking Strength

(ASTM D 1000, pull at

300 mm/min)

As Received (roll material), MPa

After Bake, Change, %
(bake per para 5.3, schedule 2)

Elongation, %

(ASTM D 1000, pull at

300 mm/min)

As Received (roll material)
After Bake, Change, %

(bake per para 5.3,

schedule 2)

Total Thickness (roll material), mm
Adhesion, N/mm

(180 degree peel adhesion per
ASTM D 1000)

To Steel (roll material)

To Electrocoat Surface

35 min

+/- 20

80 min

+/- 20

0.172 +/- 0.03

0.25 min

0.25 min

Shall be removed in a continuous fim leaving no residue on surfaces, that affects

windshield adhesive adhesion.

3441 Mask removal after process bake
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