ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number
FUEL, DIESEL, INITIAL FILL, 42 CETANE WSS-M4C119-A

1. SCOPE

The material defined by this specification is a well-refined middle
distillate petroleum product containing normal commercial additives.

2. APPLICATION

This specification was released originally for material used as initial
fill fuel for diesel engines in passenger cars and trucks.

3. REQUIREMENTS

This material must be produced using current refinery practices for
commercial diesel fuels and must meet all pertinent local requirements.

3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality

System Requirements, QS-9000. Material specification requirements
are to be used for initial qualification of materials. A Control
Plan for ongoing production verification is required. This plan

must be reviewed and approved by the relevant Ford Materials
activity and/or Ford Supplier Technical Assistance (STA) prior to
production parts submission. Appropriate statistical tools must be
used to analyze process/product data and assure consistent
processing of the materials.

Part producers using this material in their products, must use Ford
approved materials and must conform to a process control plan which
has been approved by STA and/or the relevant Materials Activity.

3.2 CETANE RATING

3.2.1 Cetane Number, min 42
(ISO 5165/ASTM D 613)

3.2.2 Cetane Index, min 42
(ISO 4264/ASTM D 4737)

3.3 SULFUR, max 0.05 % mass
(ISO 8754/ASTM D 4294/ASTM D 2622)

3.4 ASH, max 0.01 % mass
(ISO 6245/ASTM D 482)
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3.5 COMPOSITION

3.5.1 Water and Sediment, max
(ISO 3734/ASTM D 17296)
3.5.2 Hydrocarbon Types

(ISO 3837/ASTM D 1319)

3.6 DISTILLATION
{ISO 3405/ASTM D 86)

Volume Evaporated
50 %
80 %

Final boiling point

3.7 KINEMATIC VISCOSITY
{ISO 3104/ASTM D 445, 40 Q)

3.8 OXIDATION STABILITY, total insolubles, max
(ISO 12205/ASTM D 2274)

3.9 CALORIFIC VALUE, gross

(ASTM D 240)
3.10 CORROSION
3.10.1 Copper Tarnish, max
(ISO 2160/ASTM D 130, 3 h at 100 +/- 1 C)
3.10.2 Rust Prevention, max
(ISO 7120/ASTM D 665, Procedure B,
30 minutes)
3.11 FLASHPOINT, min

(IS0 2719/ASTM D 93)
3.12 LUBRICITY

3.12.1 HFRR at 60 C, max
{ISO DIS 12156)

OR

3.12.2 SBOCLE, min

(ASTM proposed Scuffing Load Wear Test)

3.13 CARBON RESIDUE, max
(ISO 6615/ASTM D 524, 10 % distillation residue)

3.14 WATER REACTION, fuel layer only, max
(ISO 6250/ASTM D 1094)
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0.05 % volume

Report

Temperature C, max

280

330

Report

1.9 - 3.5 mm2/8S
2.5 mg/100 mnl

Report

1b

Moderate
rusting

52 C

0.400 mm wear
scar diameter

3100 grams
0.20 % mass

1, slight haze
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