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ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
GASOLINE, UNLEADED, INITIAL FILL, ALKYLATE WSS-M4C125-A
1. SCOPE

The material defined by this specification is a well controlled gasoline for use in winter time
applications. It contains no oxygenates and very low aromatics.

2. APPLICATION
This specification was released criginally for initial fill gasolines to reduce spark plug soot fouling.
3. REQUIREMENTS

These materials must meet the requirements of ASTM D 4814 Standard Specification for
Automotive Spark Ignition Engine Fuel, plus the following:

Material specification requirements are to be used for initial qualification of materials.
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to the Company's Quality System
Requirements.

3.2 OCTANE NUMBER

3.21 Research Octane Number 92.0 min.
(ASTM D 2699/1SO 5164)

3.22 Antiknock Index, (RON + MON)/2, min 87.0 min
(1ISO 5164/ASTM D 2699, ISO 5163/ASTM D 2700)

3.3 TOTAL SULFUR, %Wt, max 0.0050 max
(ASTM D 4294)

3.4 METAL CONTENT, g/L, max

3.4.1 Lead 0.0075
(ASTM D 3237)

Date Action Revisions
2002 01 22 Revised Corrected spec number on pages 2 — 4, no technical change
2001 12 18 Activated C. Richardson
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342 Phosphorous
(ASTM D 3231)

343 Manganese
(ASTM D 3831)

COMPOSITION

3.51 Hydrocarbons, %Vol
(ASTM D 1319)

Aromatics, max
Olefins, max
Saturates

352 Water and Sediment, mg/kg, max
(ASTM D 1744-92)

353 Gum, mg/100 ml, max
(ASTM D 381)

Washed
Unwashed

DISTILLATION
(ASTM D 86/ISO 3405)

Evaporation, Vol %
Initial Boiling Point
10

50

90

Final Boiling Point
Residue, max

VAPOR PRESSURE, kPa
(ASTM D 323/1SO 3007)

SPECIFIC GRAVITY
(ASTM D 381)

OXIDATION STABILITY, minutes, min
(ASTM D 525)

COPPER CORROSION, max
(ASTM D 130/1ISO 2160, 3 hours at 50 °C)
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100

Report

Temperature, °C
65 max

105 max

160 max

200 max

2%

80 - 90 Winter

0.680-0.720
960
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