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ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number

SEALANT, SILICONE RUBBER, OXIME CURED, WSS-M4G323-A9
HIGH VISCOSITY

1. SCOPE

The material defined by this specification is an one component thixotropic spreadable silicone
rubber based adhesive/sealant. It is capable of being pumped, metered, and distributed into a
gasket profile. These materials are ready for use as received, requiring no catalyst or heat cure.

2. APPLICATION

This specification was released originally for materials used for formed-in-place gaskets such as
engine oil pan, rocker cover, cylinder block or oil pump, where high operating temperatures (up to
204°C) may be encountered. This material has low viscosity, high modulus, oxime cure with long
assembly time. This material is designed to be non-foaming with engine oils. It is not
recommended for automatic transmissions, coolant applications, or in gaps in excess of 0.2 mm.

3. REQUIREMENTS
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality System Requirements,
QS-9000. Material specification requirements are to be used for initial qualification of
materials. A Control Plan for ongoing production verification is required. This plan must
be reviewed and approved by the relevant Ford Materials activity and/or Ford Supplier
Technical Assistance (STA) prior to production parts submission. Appropriate statistical
tools must be used to analyze process/product data and assure consistent processing of
the materials.

Part producers using this material in their products, must use Ford approved materials
and must conform to a process control plan which has been approved by STA and/or the
relevant Materials Activity.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or thermal analysis of
material/parts supplied to this specification. The IR spectra and thermograms established
for initial approval shall constitute the reference standard and shall be kept on file at the
designated material laboratory. All samples shall produce IR spectra and thermograms
that correspond to the reference standard when tested under the same conditions.
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ENGINEERING MATERIAL SPECIFICATION WSS-M4G323-A9

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned in a controlled
atmosphere of 23 +/- 2 °C and 50 +/- 5 % relative humidity for not less than 24 h prior to
testing and tested under the same conditions unless otherwise specified.

3.4  SPECIFIC GRAVITY 1.50 - 1.65
(ASTM D 792, Method A)

3.5 EXTRUSION RATE, s 20 -40

Test Method: Time to dispense 50 cc through a stainless steel nozzle with a 3.2 +/- 0.13
mm orifice and 50 +/-0.13 mm in length at 448 kPa pressure using a #250 Semco gun and
170 g PE cartridge assembly. Start the test by dispensing 10 g and then timing the next
50 cc. To convert from g to cc, multiple by specific gravity.

3.6 BLOW RESISTANCE, s

(FLTM BV 126-01, 14 kPa pressure, 30 minutes cure at 23°C at 50% R.H., 1.0 mm & 1.5
mm gap, 4.0 mm flange)

Gap, 1.0 mm 0
Gap, 1.5 mm 0
Note: Take 60s to assemble and test 30 minutes after assembly.

3.7 CURE RATE RANGE (Assembly Time), minutes 40
(FLTM BV 125-01, max time at which both
surfaces have a continuous strip of
sealant at 23 °C and 50% R.H.

3.8 TOTAL SILICONE VOLATILES, max 0.6
(FLTM AV 102-01, cured 24 h at
23 +/-2 °C & 50 +/-6% R.H.)

3.9 CURED PROPERTIES

Properties determined after curing the sealant for 168 +/-2 at 23+/-2 °C and 50+/-5%
relative humidity with a 2.0 mm cross section.

Original Tensile Strength, MPa 1.0 min

(ASTM D 412, Die C)

Elongation, % 150 min

Modulus at 100 % 0.6 min

Durometer Hardness

(ASTM D 2240, Shore A, instantaneous) 40 min
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