ENGINEERING MATERIAI SPECIFICATION

Material Name Specification Number

SEALER, VINYL BASED, NON-YELLOWING, PUMPABLE, WSS-M4G359-A
HEAT CURING, PAINTABLE, INTERIOR AND EXTERIOR

1. SCOPE

The material defined by this specification is a vinyl based, pumpable,
paintable, heat curing sealer which is non-yellowing.

2. APPLICATION

This specification was released originally for sealing interior and
exterior body seams, including door hem flanges. The material is intended
for use in the paint shop and applied over freshly baked electrocoat
primer. Acceptable paintability is achieved with or without primer
surfacer. The material has been formulated to prevent topcoat yellowing
and allow topcoat cure in low airflow conditions.

3. REQUIREMENTS
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality System
Requirements, QS-9000. Material specification requirements are to be
used for initial qualification of materials. A Control Plan for
ongoing production verification is required. This plan must be
reviewed and approved by the relevant Ford Materials activity and/or
Ford Supplier Technical Assistance (STA) prior to production parts
submission. Appropriate statistical tools must be used to analyze
process/product data and assure consistent processing of the
materials.

Part producers using this material in their products, must use Ford
approved materials and must conform to a process control plan which
has been approved by STA and/or the relevant Materials Activity.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval shall
constitute the reference standard and shall be kept on file at the
designated material laboratory. All samples shall produce IR spectra
and thermograms that correspond to the reference standard when tested
under the same conditions.
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ENGINEERING MATERIAL SPECIFICATION
WSS-M4G359-A

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned in
a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under the
same conditions unless otherwise specified.

3.4 RHEOCLOGY

Suppliers must submit flow characterization data to Ford Motor
Company for flow modeling and process window determination. For a
specified temperature range, the requested properties include, but
are not limited to, viscosity, yield stress, apparent activation
energy for viscosity and apparent activation energy for yield stress.
This data constitutes the reference standard and shall be kept on
file at the designated material laboratory.

3.5 SOLIDS, min 94 %
(ASTM D 2834, except heat at
102 +/- 1 € for 3 h in a mechanical
convectional oven. Save sample for
next test, para 3.6)

3.6 ASH (Based on solids weight) +/- 5 %
(ISO 3491, Method A, 760 +/- 30 C)

The ash content tolerance for any one supplier shall be +/- 5% based
on the recorded ash content for their originally approved production
sample (refer to para 5.1).

3.7 WEIGHT PER VOLUME +/- 0.05 kg/L
(ASTM D 816)

The weight tolerance for any one supplier shall be +/- 0.05 kq/L,
based on the recorded weight of their original approved production
sample (refer to para 5.2).

3.8 VISCOSITY at 25 C
(SAE J1524, VIS-2, 1.32 mm orifice,
280 kPa)

Final approval of a specific material viscosity for production
shipments shall be made by the affected manufacturing activity. In
all cases, the viscosity shall be within process limits as identified
on the material control plan.

The viscosity tolerance for any one supplier shall be +/- 10 %, based
on the recorded viscosity of the original approved production sample.
Reference para 5.3.

3.8.1 As Received +/- 10 %
{Conditioning Method A)
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ENGINEERING MATERIAL SPECIFICATION
WSS-M4G359-A

3.8.2 Aged, max 80 s
(Material aged in closed
container for 72 h at 40 +/-
1 C, conditioning Method A)

3.8.3 90 Day Storage Stability at 23 +/-2 C and 32 +/- 2 C
The supplier shall provide a viscosity profile versus time
from initial through 90 days storage at 23 +/- 2 C and
32 +/- 2 C. Measurements shall be taken at weekly intervals.
Curves shall be made available to Materials Engineering prior
to addition on the Approved Source List.
3.9 SAG RESISTANCE, max 3 mm
Test Method:
2pply a 17 mm diameter semicircular bead of material, 200 mm long,
along the center line of two electrocoated panels prepared per
para 5.4.
Scribe panels to mark the initial material location.
Position the panels horizontally for 1 h at 23 +/- 2 C.
Immediately after conditioning, place one panel in an oven to cure
the material at the minimum bake schedule per para 5.5 (first bake
only).
Allow the panel to cool to 23 +/- 2 C.
Determine the sag by measuring the material movement below the
scribe. Repeat the test using the second panel at the maximum
bake per para 5.5.
3.1C ADHESION
Shall not be peeled off in a continuous film.

Test Method:

Apply a 0 - 6.4 mm wedge of material, 75 X 200 mm on two
electrocoated panels, identified per para 5.4.

Subject one test panel to the minimum bake schedule and the other
test panel to the maximum bake schedule identified per para 5.5.

Evaluate adhesion by cutting a 25 mm wide strip across the ribbon.
Using the tip of a square spatula, lift the material, then attempt
to hand peel material at 90 deg from substrate.

Save test panels for heat stability test, para 3.11, and corrosion
resistance test, para 3.12.
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3.11 HEAT RESISTANCE TEST No evidence of blistering,
cracking, charring or other
deleterious effects

Test Method:

Examine the test material prepared for Adhesion Test, para 3.10,
for any of the above conditions.

3.12 CORROSION RESISTANCE TEST No corrosion or adhesion loss
Test Method:

Expose the panels prepared in para 3.10 for 240 h in the salt
spray cabinet described per ASTM B 117.

Condition the test panels after exposure at 23 +/- 2 C for 24 h.

. Evaluate material adhesion as described in para 3.10. Observe for
any evidence of corrosion originating directly under material.

3.13 MANDREL BEND TEST No cracking or adhesion failure
(FLTM BV 122-01, substrates per
para 5,4, material bake schedule
per para 5.5, heat age test specimen
14 days at 70 +/- 1 C before test)

3.13.1 Test at 23 +/- 2 C

3.14 COMPATIBILITY WITH PRODUCTION PAINTS - INITIAL REQUIREMENTS
No tackiness, staining, discoloration, dulling, softening, paint
transfer, significant color shift, difference in orientation of
metallic flakes (metallic paints) or other objectionable appearance

defects in the paint over the sealer.

Note: Evidence of any defects as stated above shall be reviewed with
Body and Assembly Paint Operations and Materials Engineering.

Test Method:

Prepare test panels per matrix in Table 1. Use current production
paints as identified by the Body Engineering Office.

Condition painted panels at 23 +/- 2 C for 72 h.

. After the 72 h conditioning period, perform the following tests
on each panel:

Cross hatch adhesion check - FLTM BI 106-01, Method B.
Resistance to Xylene - Using a back and forth motion, rub
surface of enamel 10 times with a small wad of
cheesecloth which has been wetted with xylene.

WP 3948-b Page 4 of 12
7 B 9009160 0010627 398 N Documents
Copyright by the Ford Motor Company Document Sharing Hub

Mon Aug 29 23:18:38 2016
Full document details: FORD WSS-M4G359-A 1995


http://www.avadocuments.com/doc/ford-wss-m4g359-a-1995
http://www.avadocuments.com/doc/ford-wss-m4g359-a-1995

