@ ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

MAGNET, PERMANENT, THERMOPLASTIC BONDED, NON-ORIENTED WSF-M4L7-A2
MAGNET, PERMANENT, THERMOPLASTIC BONDED, NON-ORIENTED WSS-M4L7-A3
MAGNET, PERMANENT, THERMOPLASTIC BONDED, NON-ORIENTED WSS-M4L7-A4
MAGNET, PERMANENT, THERMOPLASTIC BONDED, NON-ORIENTED WSS-M4L7-AS5
1. SCOPE

The materials defined by these specifications are thermoplastic bonded,
non-oriented, barium ferrite magnets.

2. APPLICATION

These specifications were released originally to define materials used in
speedometers.

3. REQUIREMENTS
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality
System Requirements, QS-9000. Material specification requirements
are to be used for initial qualification of materials. A Control
Plan for ongoing production verification is required. This plan
must be reviewed and approved by the relevant Ford Materials
activity and/or Ford Supplier Technical Assistance (STA) prior to
production parts submission. Appropriate statistical tools must

be used to analyze process/product data and assure consistent
processing of the materials.

Part producers using this material in their products, must use
Ford approved materials and must conform to a process control plan

which has been approved by STA and/or the relevant Materials
Activity.

3.2 INFRARED SPECTRCPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall -constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to the reference
standard when tested under the same conditions.

Date Action Changes /Revisions
1999 06 21 | Revised Add-AS5 K. Pakkala
1997 05 13 | Revised Add-A4, Inact.Al, Comp. Rev, Update M. Trace
1993 03 31 | NGA1E10269419002 | Released A. Vallabhanath
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3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 hours prior to testing and tested
under the same conditions unless otherwise specified.

A2 A3 A4 AS
3.4 SPECIFIC GRAVITY, g/cm3, min 3.0 1.70 2.3 N/A
(ISO 1183, Method A/ASTM D 792)
3.5 HARDNESS, DUROMETER D, min 75 75 75 N/A
(ISO 868/ASTM D 2240, instantaneous,
plied-up specimen. Hand held
durometers shall not be used)
3.6 TENSILE STRENGTH AT 23 C, MPa, min 11 11 29 N/a

(ISO R 527/ASTM D 638M, 150 minutes

X 10 x 4.0 +/- 0.2 mm specimen, 50 mm/
minute test speed (unfilled), 5 mm/
minute (filled))

3.7 FLEXURAL MODULUS, MPa, min 15 11 23 N/A
(ISO 178/ASTM D 790M, Method I,
Procedure A, 80 x 10 x 4.0 +/- 0.2 mm
specimen, 64 mm support span)

3.8 IMPACT STRENGTH, IZOD, J/m, min
(ISO 180, Method A/ASTM D 256, Method A,
80 x 10 x 4.0 +/- 0.2 mm specimen, 10
specimens for each test)

3.8.1 At 23 +/-2¢C 10 10 10 N/A

The test specimens must be conditioned for minimum of 6 h
at the above specified temperature prior to impact test.
Low temperature testing shall be done within the cold box,
if not possible, test can be conducted outside, but within
5 s.

3.9 HEAT DEFLECTION TEMPERATURE, C, min 70 70 155 N/A
(ASTM D 648, at 0.45 MPa)

3.10 RESIDUAL INDUCTION (BR) 300 300 690 1480-1580
(ASTM A 34, at 20 Q)

3.11 COERCIVE FORCE (HC) 300 300 640, 1250-1350
(ASTM A 34, at 20 C)

3.12 INTRINSIC COERCIVE FORCE (Hci) 3400 2000 2000 2500-1350
(ASTM A 34, at 20 C)
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