@ ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number

PHOSPHATE SOLUTION, ZINC, ALKALINE PRECLEANER WSS-M5B410-A1
TRIETHANCLAMINE BASED CLEANER

PHOSPHATE SOLUTION, ZINC, ALKALINE PRECLEANER WSS-M5B410-A2
FATTY PHOSPHORIC ACID CORROSION PROTECTIVE ADDITIVE

PHOSPHATE SOLUTION, ZINC, ALKALINE PRECELEANER WSS-M5B410-~-A3
BIODEGRADABLE SURFACTANT ADDITIVE

PHOSPHATE SOLUTION, ZINC, ALKALINE PRECLEANER WSS-M5B410-A4

BIODEGRADABLE WETABILITY ADDITIVE
1. SCOPE

The materials defined by these specifications are the boron and nitrite
free component chemicals of an alkaline precleaner system.

2. APPLICATION

This specification was released originally to define the performance of
precleaner chemicals used 3just prior to full body tricationic =zinc
phosphating to prevent corrosion during the summer months when the
humidity is high.

3. REQUIREMENTS
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality
System Requirements, QS-9000. Material specification requirements
are to be used for initial qualification of materials. A Control
Plan for ongoing production verification is required. This plan
must be reviewed and approved by the relevant Ford Materials
activity and/or Ford Supplier Technical Assistance (STA) prior to
production parts submission. Appropriate statistical toocls must
be used to analyze process/product data and assure consistent
processing of the materials.

Part producers using this material in their products, must use
Ford approved materials and must conform to a process control plan
which has been approved by STA and/or the relevant Materials
Activity.

3.2 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.
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@ ENGINEERING MATERIAL SPECIFICATION WSS-M5B410-Al/A4

3.3 pH VALUE Al A2
ASTM E 70 (10 g/L) 8.9 +/- 0.5 . 7.7 +/-0.5
3.4 DENSITY
(ASTM D 1475 Kg/L) Al a2
1.055+/- 0.03 1.150+/- 0.03
A3 A4
1.010+/-0.03 0.990+/-0.03
3.5 TITRATION (TOTAL ALKALINITY) Al A2

24.0 +/- 4.0 mL 15.0 +/-4.0 mL

Titrate 100ml of 10 g/L solution with 0.05M sulphuric acid until
colour changes from blue to yellow-green with Bromocresocl Green.

3.6 ACTIVE MATERIAL A3 A4
50.0 +/-4.0 % 23.2 +/-2.0 %

3.7 CORROSION PROTECTION PROPERTY

The film remaining on the parts after treatment with 20 g/L WSS-
M5B410-Al1 shall protect the surface from corrosion for minimum of
72 hours when stored in closed spaces under normal atmospheric
conditions.

3.8 CLEANING EFFICIENCY

During spray processing, the material (approx. 20 g/L WSS-M5B410-
Al) shall remove grease residues and metal dust from the bodies in
white. The substrate will not be attacked by the cleaner
(including zinc coated steel).

3.9 RINSING EFFICIENCY

The dried film shall be easily removable with water from the
washed parts without leaving residues.

3.10 PASSIVATION EFFECTIVENESS

The material shall have no deleterious effect on the subsequent
phosphating process.
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