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ENGINEERING MATERIAL SPECIFICATION

Material Name

LACQUER, COMPLIANCE VOC, WATER BASED, INTERIOR,
FOR POLYPROPYLENE

1. SCOPE

Specification Number

WSS-M62J28-A2

The materials defined by this specification is a pigmented one component paint suitable for first
surface application to polypropylene interior parts.

2. APPLICATION

This specification was released originally as a decorative finish for interior parts. All painted parts
must meet the appropriate performance specification.

3. REQUIREMENTS

Material specification requirements are to be used for initial qualification of materials.

3.1 QUALITY SYSTEM REQUIREMENTS
Material suppliers and part producers must conform to the Company's Quality System
Requirements.
3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS
IR spectra and thermograms established for initial approval shall constitute the reference
standard and shall be kept on file at the designated material laboratory. All samples shall
produce IR spectra and thermograms that correspond to the reference standard when
tested under the same conditions.
3.3 CONDITIONING AND TEST CONDITIONS
All test values indicated herein are based on material conditioned in a controlled
atmosphere of 23 +/- 2 °C and 50 +/- 5 % relative humidity for not less than 24 h prior to
testing and tested under the same conditions unless otherwise specified.
Date Action Revisions
2002 01 09 N-Status Made N-Status, and updated L. Soreide
replaced by WSS-M99J385-A2
2000 02 28 Editorial — no technical change A. Cockman
1999 08 06 Activated W. Welland, L. Soreide
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PHYSICAL PROPERTIES

341

342

343

344

3.4.5

Non-Volatile Content
(FLTM BI 102-01)

To be established by the vendor on the initial approved production batch.
Tolerance shall be +/- 3.0 %.

Viscosity: Application
(FLTM BI 111-01, #4 Ford Cup)

Final approval of a specific material viscosity for production shipments shall be
made by the affected manufacturing activity. In all cases, the viscosity shall be
within specification limits as identified on the material control plan.

The viscosity tolerance for any one supplier shall be +/- 10 s, based on the
recorded viscosity of the original approved production sample. Shall be
established by the supplier on the initial approved production batch.

Dry Hiding, range
(FLTM BI 101-03)

The visual hiding is over a black and gray checkerboard on steel panel.
All colors 18 — 30 micrometer

pH
(At Application Viscosity, if applicable)

Shall be established by the supplier on te initial approved production batch.
Tolerance shall be +/- 0.2.

Stability
(6 months at 23 +/- 2 °C)

Shall not liver or jell upon standing and must be free from settling which is not
dispersed by normal agitation. The viscosity of the material shall not increase or
decrease more than 10 s.
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3.5 PREPARATION OF TEST PANELS
351 Substrate

All test specimens shall be injection molded plaques or parts having a nominal
thickness of 2.5 +/- 0.2 mm or as specified on the engineering document.
Plagues must have a fan gate of 25 mm or less.

352 Substrate Surface

The surface to be coated should be cleaned by an automated process to ensure
the absence of oil or alkaline residues, fingerprints, mold release agents, dirt,
moisture, and other foreign materials.

When, in order to meet the requirements of this specification, surface
enhancements (such as flaming, plasma treatment or chemical reaction(s) that
change the surface chemistry) are required, they shall be specified on
Engineering Documents.

353 Color Topcoat
Apply sufficient color topcoat to film thickness of 18 - 30 micrometer.

354 Baking Cycle

Supplier shall define standard bake temperature and time and submit along with
product test results.

3.6 APPEARANCE
3.6.1 General

The coating shall exhibit no craters, pinholes, solvent popping, seediness,
abnormal roughness, or excessive flow.

36.2 Color
(FLTM BI 109-01, Visual Assessment)
(SAE J1545, MA58 Three-Angle CMC)

Shall match the Master Approved Sample color panel.
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