ENGINEERING MATERIAL SPECIFICATION

Material Name

GASKET, STEEL CORE, NBR

1.

Specification Number

WSS-M8G252-A3
SCOPE

The material defined by this specification consists of a steel core
covered equally on both sides with a carbon filled NBR, which is
additionally coated with an anti-blocking coating.

APPLICATION

This specification was released originally as gasket between an aluminum
cylinderhead and exhaust manifold flange.

REQUIREMENTS
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality System
Requirements, QS-9000. Material specification requirements are to be
used for initial qualification of materials. A Control Plan for
ongoing production verification 1is required. This plan must be
reviewed and approved by the relevant Ford Materials activity and/or
Ford Supplier Technical Assistance (STA) prior to production parts
submission. Appropriate statistical tools must be used to analyze

process/product data and assure consistent processing of the
materials.

Part producers using this material in their products, must use Ford
approved materials and must conform to a process control plan which
has been approved by STA and/or the relevant Materials Activity.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or thermal
analysis of wmaterial/parts supplied to this specification. The IR
spectra and thermograms established for initial approval shall
constitute the reference standard and shall be kept on file at the
designated material laboratory. All samples shall produce IR spectra

and thermograms that correspond to the reference standard when tested
under the same conditions.
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3.3 CONDITIONING AND TEST CONDITIONS
All test wvalues indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

3.4 COMPOSITION
3.4.1 Steel Core

Steel, thickness and finish as specified on Engineering
drawing.

3.4.2 Coating Thickness

As specified on Engineering Drawing.

3.4.3 Anti-Blocking Coating Thickness 1 -5 um
(micron)
3.5 ORIGINAL PROPERTIES
3.5.1 Ash Content of Covering Material, max 43 %

(TGA, 800 C, Ramp 20 C/minute,
20 - 700 C N2, 700 - 800 C air)

3.6 HEAT AGING
(ASTM D 573, 22 h at 300 +/- 3 C)

3.6.1 Weight Change, max 30 %
3.6.2 Delamination (separate test for each ply)

Test Method: Firmly hold the sample at 1 point on a
circular mandrel of diameter 6.0 mm thickness and force
slowly but firmly under finger pressure to contact the
full diameter of the mandrel. Failure shall be any
cracks, breaks or surface separation or delamination at
the approximate time (5 +/- 1 s8) required to flex the
specimen.

3.7 RESISTANCE TO ASTM OIL No. 1
(ASTM F 146, 5 h at 150 +/- 2 Q)

3.7.1 Delamination
(See para 3.6.2)

WP 3948-b Page 2 of 4

I 900910 DOLYEZE? LE7? H
: Documents

Copyright by the Ford Motor Company Document Sharing Hub

Mon Aug 29 23:25:19 2016
Full document details: FORD WSS-M8G252-A3 1998


http://www.avadocuments.com/doc/ford-wss-m8g252-a3-1998
http://www.avadocuments.com/doc/ford-wss-m8g252-a3-1998

