ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

HOSE, REINFORCED RUBBER, REFORMULATED FUEL WSS-M36D33-A8
RESISTANT CONDUCTIVE, LOW PERMEATING

1. SCOPE

This specification defines a reinforced barrier layer hose with good
resistance to reformulated fuel blends and low permeation.

2. APPLICATION

This specification was released originally for fuel tank filler and vent
hoses. The hose continuous use temperature should not exceed 82 C.

3. REQUIREMENTS
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality

System Requirements, QS$-9000. Material specification requirements
are to be used for initial qualification of materials. A Control
Plan for ongoing production verification is required. This plan

must be reviewed and approved by the relevant Ford Materials
activity and/or Ford Supplier Technical Assistance (STA) prior to
production parts submission. Appropriate statistical tools must be
used to analyze process/product data and assure consistent
processing of the materials.

Part producers using this material in their products, must use Ford
approved materials and must conform to a process control plan which
has been approved by STA and/or the relevant Materials Activity.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce IR
spectra and thermograms that correspond to the reference standard
when tested under the same conditions.

Date Action Changes
1998 04 03| Revised Revised para 3.8 - 3.12 and 3.20 J. Spencer
1997 08 18| Activated J. Spencer
WP 3948-a

Page 1 of 9

M 90091L0 0057633 L25 mm Documents

Copyright by the Ford Motor Company Document Sharing Hub

Mon Aug 29 23:40:27 2016
Full document details: FORD WSS-M96D33-A8 1998


http://www.avadocuments.com/doc/ford-wss-m96d33-a8-1998
http://www.avadocuments.com/doc/ford-wss-m96d33-a8-1998

@ ENGINEERING MATERIAL SPECIFICATION
WSS-M36D33-A8

3.3 CONDITIONING AND TEST CONDITIONS

All test wvalues indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

3.4 HOSE CONSTRUCTION

The hose shall consist of an inner tube of nitrile rubber (NBR), a
middle layer of tetrafluoroethylene hexafluoropropylene vinylidene-
fluoride (THV), acting as a fuel barrier, a second layer of NBR,
one ply of braided, knit, or spiral woven fabric, and a nitrile/
polyvinyl chloride (NBR/PVC) cover.

3.5 PHYSICAL PROPERTIES

The following tests where possible, shall be performed on finished
hoses and/or test specimens cut from them in accordance with ASTM D
3183 (cutting knife procedure preferred). Greater variation in test
values can be anticipated when evaluating materials that are
thinner than recommended by an applicable Industry Standard/Test
Method.

3.6 ORIGINAL PROPERTIES

Tube Barrier Cover

3.6.1 Hardness, International 63 - 75 85 - 95 60 - 70
(ISO 48/ASTM D 1415, micro)

3.6.2 Hardness, Durometer D N/A 51 - 61 N/A

- (ISO 868/ASTM D 2240)

3.6.3 Hardness, Durometer A 63 - 75 N/A 60 - 70
(ISO 868/ASTM D 2240)

3.6.4 Tensile Strength, MPa, min 6.9 12.0 5.5
(ISO 37/ASTM D 412, Die C)

3.6.5 Elongation at Break, %, min 200 300 200
(ISO 37/ASTM D 412, Die C)

3.6.6 Compression Set 90 N/A 45

(ISO 815/ASTM D 395, Method B,
except 25 % compression, plied-
up specimens, 22 h at 82 +/- 2 Q)
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3.7 HEAT AGED Tube Barrier Cover
(ISO 188/ASTM D 573, 150 +/- 50 air
changes/h, 1000 h at 82 +/- 2 C)

3.7.1 Tensile Strength Change, %, - 50 N/R - 50
max
3.7.2 Elongation Change, %, max - 50 N/R - 50

3.8 IMMERSION IN ASTM FUEL C, Cover Only
(ISO 1817/ASTM D 471, 24 h at 40 +/- 2 C)

3.8.1 Hardness Change, max - 30
3.8.2 Tensile Strength Change, max - 45
3.8.3 Elongation Change, %, max - 50
3.8.4 Volume Change, %, max 75

3.8.4.1 Dry Out (24 h at 70 +/- 2 C)
(Use specimens from para 3.8)

Hardness Change, max 30
Volume Change, max - 30

3.9 IMMERSION IN ASTM FUEL C, Tube Only
(ISO 1817/ASTM D 471, 360 h at 40 +/- 2 C)

3.9.1 Hardness Change, max - 25
3.9.2 Tensile Strength Change, max - 30
3.9.3 Elongation Change, %, max - 30
3.9.4 Volume Change, %, max 40

3.9.4.1 Dry Out (24 h at 70 +/- 2 C)
(Use specimens from para 3.9)

Hardness Change, max 20

Volume Change, max - 20
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