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1. SCOPE: These specifications are generally applicable to all Ford
standard procurement specifications for non—powered material handling
equipment and are to be considered a part of such specification unless
otherwise indicated.

2. REFERENCES: Applicable standards which are considered part of this
specification include:

ANST MH26.1 Specifications for Industrial Metal Containers
AWS C.1.1 - Recommended Practices for Resistance Welding
AWS D 1.1 - Structural Welding Code - Steel

AWS D 1.3 - Structural Welding Code - Sheet Steel

3. SPECIFICATIONS:

3.1 METALS: All metals shall be new, straight, and free from rust.

3.2 DIMENSIONAL TOLERANCES:

3.2.1 DURABLE CONTAINERS: Shall be in accordance with ANSI MH 26.1.
3.2.2 OTHER EQUIPMENT: Tolerances shall be defined by requisitioning

activity, manufacturer or other applicable industry standard.
3.3 - WELDING: All welding shall be in accordance with the latest
American Welding Society (AWS) standards.
3.4 FINISH: All parts and components of the finished article shall be

free from roughness, burrs, sharp corners or edges.

3.5 PREPARATION FOR PAINTING: All parts shall be free from grease, oil,

rust, flux, scale, or other foreign matter; and shall be thoroughly
dry before paint is applied.

3.6 IDENTIFICATION: All items to be identified as follows:
3.6.1 DURABLE CONTAINERS - A Ford identification tag or an
embossment to be in accordance with Manufacturing Standard
ZE-108.
3.6.2 RACK TRAILERS AND OTHER EQUIPMENT
(information embossed or stamped)
- Item type

- Suppliers name or identification
- Date of manufacture
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3.7 INSPECTION: All materials and components, as well as the finished

article, are subject to sampling by authorized Ford Motor Company

personnel to determine that materials, components, fabrication and
workmanship are in accordance with specifications. Manufacturers

are to arrange for inspection at the place of manufacture.
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