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1. SCOPE: These are the minimum requirements for personmel and burden
carriers.
2. REFERENCES: Standards which are considered part of this standard include:

Manufacturing Standard ZAl - Basic Industrial Truck Standards

American National Standards Institute (ANSI):

B56.8 Personnel and Burden Carriers

B56.9 Safety Standard for Operator Controlled Industrial Tow
Tractors

UL 583 Electric-Battery Powered Industrial Trucks

NFPA 505 Powered Industrial Trucks

The Tire and Rim Association Standards (TRA)

3. GENERAL: All personnel and burden carriers shall comply with the lates:

edition of the referenced standards where applicable.
requirements include the following:
3.1 CAPACITY: One/Two persons (450 lbs minimum load)

Two/Four persons (900 1lbs minimum load)

Burden Carrier (1200 lbs minimum load)

3.2 TRAVEL SPEED: Maximum with driver only - 8 mph
Minimum with capacity load - 5 mph

Additional

3.3 INSIDE CLEARANCE CIRCLE (maximum): One/Two person - 72"
Two/Four person - 120"

Burden Carrier - 120"
3.4 . UNDERCLEARANCE: 3"4Minimum
3.5 BODY: Shall be steel constrﬁction
3.6 TIRES: Type of tire to be specified by requisitioning activity. Tire

capacities to be in accordance with Tire and Rim Association.

3.7 STEERING: Manual automotive type with conventional steering wheel,
gear reduction box and linkage to provide a maximum of two and

one-half turns stop-to-stop.

3.8 HORN: Electrically operated, with hand push button.

3.¢9 KEY SWITCH: Standard key switch required to operate vehicle.

3.10 BRAKES: Separate, right foot actuated service brake pedal.

3.11 SUSPENSION: Shall be spring-type with double action shock
absorbers.
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3.12 BUMPER: A steel bumper shall be provided to protect the front of

the unit. Side rub strips are optional.

3.13 LIGHTS: Tail/stop light shall be clearly visible with passenger/
passengers on board.

3.14 PARKING BRAKE: Shall be sufficient to hold the loaded vehicle
without movement on incline.

3.15 REAR PASSENGER FOOT REST: Shall project to the rear at least 10
inches and extend the full widcth of the vehicle.

4. BATTERY POWERED REQUIREMENTS:

4.1 TIRES: Pneumatic or Zéro Pressure

4.2 BATTERIES:

4.2.1 PERSONNEL CARRIERS - Standard heavy duty automotive type
batteries.

4.2.2 BURDEN CARRIERS - Standard heavy duty automotive type or

industrial type deep discharge batteries.

4.3 TRAVEL CONTROL: The travel control circuit shall be equipped with a
' hand operated device to select reverse, neutral and forward, which
shall be permanently identified. This control must not complete the
circuit. The accelerator pedal must be depressed to complete the
circuit and move the vehicle in either direction.

4.4 BUILT-IN CHARGER: Shall be provided with Ford approved plug as
specified by the requisitioning activity and in accordance with
Ford Manufacturing Standard EP1.

‘5. INTERNAL COMBUSTION ENGINE POWERED REQUIREMENTS:
5.1 TIRES: 4 wheels required

5.2 TRAVEL CONTROL: Shall be in accordance with ANSI B56.9, Section
7.12 "Travel Controls".
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