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1. SCOPE: This standard applies to the design and construction of an
automatic coupler complement specified for caster steer trailers.

2.  REFERENCES:
American Society of Testing and Materials (ASTM)

Society of Automotive Engineers (SAE)
3. DESIGN AND CONSTRUCTION:

Design and construction shall be in accordance with the referenced
standards.

4. TYPICAL COUPLER ASSEMBLY SHOWN BELOW:

Part Number
Description Numb Wt. [ Required
BAIL ASSEMBLY 136 J2#
Bail with Counterweigit 1399 ]
Shaft 1398-1 1
Mounting Bracket 1399-2 1
Washer 1618 2
Cotter Pin 3/18x1-1/2] 2
JAW ASSEMBLY a9 292
Jaw 870 1
Latoh with Bar 1844-2 1
Spring Guide 1844-3 1
Spiing 1844-4 1
Sheft 1844-5 1
Cotter Pin 3/16x1-1/2] 2
Washer 898 2
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5. TYPICAL WELD-ON COUPLER INSTALLATION: Shown below

Typ.
2 Places
Across Top

TOW VEHICLE

FLOOR LEVEL Typ.
2 Places /11733

INSTALLATIDN HEIGHT
X | 113° |8" CASTER

X | 133" [10" CASTER

NOTE:

° Hooks are to be attached to rear of tractors or troilers only.
° Eyes are to be attached to front of tractors or trailers only.
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