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1. SCOPE: This standard applies to the design and construction of a slip-on
coupler complement specified for connecting caster steer trailers and tow
vehicles.

2.  REFERENCES:
American Society of Testing and Materials (ASTM)
Ford Manufacturing Standard
ZB%4 - Weld-on Coupler Complement
(for component & dimensional reference)
ZB96 - Drawbar Plate
Society of Automotive Engineeré (8AE)

3. DESIGN AND CONSTRUCTION:

Design and construction shall be in accordance with the referenced
standards.

4. TYPICAL COUPLER COMPLEMENT ASSEMBLY SHOWN BELOW:
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5. TYPICAL BILL OF MATERIALS:
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Shown below
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ITEM MATERIAL qQrY
HOOK ALSS 1030 STEEL !
SAFETY LATCH | AISI 1015-1029 STEEL. ASTM A3 1
SHAFT 1° DIA. X 12° LONG. AISI 1015-1020 STEEL. ASTM A | |
EYE BRACKET | AIS! 1020 STEEL, ASTM A3 1
PLUNGER AISI 4140 STEEL 2
PLUNGER AIS] 1008 STREL 2
HANDLE
PLUNGER AISI 1063 STEEL 2
SPRING
PIN 1/7° DIA. X | 5/8° LONG, AISI 1018 STEEL 3
SPRING 1 1/6° O.D. X 3 /16" LONG, AISt 106S SPRING STEEL i
HOOK BRACKET | AIS! 1015-1620 STEEL, ASTM A6 '
WASHER 1° 1D. 2
WASHER 1/2°1D. 1
COTTER PIN 316" DIA. 3
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