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1. SCOPE: This standard covers the design and location of the Company
Trademark (Ford script-in-oval) to be applied to all Ford owned durable
containers.

2. DESIGN: The Company Trademark consists of an embossment or stamping
showing the Ford script-in-oval. New durable containers shall be
identified with the Ford oval embossed or stamped on the container.

The requisitioning activity may authorize the use of a tag with the Ford

oval (embossment or stamped) secured to the container by welding.

3. IDENTIFICATION LOCATION: The Ford oval shall be located at both ends of
container (Approximately 1 1/2 inches inboard of the left hand corner).

3.1 WIRE MESH CONTAINERS (Except for ZE-12 containers): The Ford
oval shall be located on the top formed channel.

3.2 ZE-12 CONTAINERS: The Ford oval shall be located on the lower base
channel.

3.3 TUBULAR RACKS: The Ford oval shall be located on the lower floor
support.

3.4 CORRUGATED BINS AND OTHER: The Ford oval shall be located at the

lower left hand corner.
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IDENTIFICATION EMBOSSMENT OR STAMPING
IDENTIFICATION TAG
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PLATE TO BE A MINIMUM OF 0.60 INCH THICK
LETTERS TO BE IN SCRIPT AS SHOWN. A MINIMUM INDENTATION OF 0.060 INCH
IN THE METAL IS REQUIRED TO BE EASTLY READABLE.
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