STD.OPEL GMI bO220-ENGL 1998 EE 8597118 0025719 309 M

"INTERNATIONAL Draft
ENGINEERING Test Procedure ra
STANDARD GMI 60220
Determination of Push-on and
Pull-off Forces of Hoses
Bestimmung der Aufsteck- und
Abzugskréfte von Schldauchen
Approved Approved
GM do Brasil Delta Motor
Approved Approved
Saab Holden
Approved M
ISUZU ITDC
1
File name: 60220---.doc
. DM Holden GMB ISUZU SAAB ITDC,
Prepared: 73@ J\%—
August 1998 Desussents

LBSP GMI TP 1 03/98

COPYRI GHT OPEL .
Li cehsequpyent arstivailoRORERdISSRy Ser vi ces

Document Sharing Hub


http://www.avadocuments.com/doc/gm-60220-1998
http://www.avadocuments.com/doc/gm-60220-1998

STD-OPEL 6MI bO220-ENGL 1998 EE 8597118 0025720 020 A

GM INTERNATIONAL ENGINEERING STANDARD Draft GMI 60220
Revisions Anderungen
Date Paragraph Datum  Abschnitt
Replacement for GME 60220 Ersatz fir GME 60220
03.98 1TDC release 03.98 ITEZ-Freigabe
August 1998 PBvclinents

LBSP GMI 2 11/85 H
Document Sharing Hub

COPYRI GHT OPEL .
Li cehsegupient iestiraGoA0RERdISORg Ser vi ces


http://www.avadocuments.com/doc/gm-60220-1998
http://www.avadocuments.com/doc/gm-60220-1998

STD.OPEL 6MI bO220-ENGL 1998 WM 8597118 0025721 Th? I

GM INTERNATIONAL ENGINEERING STANDARD

Draft GMI 60220

1 Introduction

1.1 Purpose

These tests shall be used to determine the push-on
and pull-off forces of fuel hoses with inside diame-
ters = 35 mm.

Tests can only be perfomed with straight hoses
without change in shape or cross section.

1.2 Foreword
N. a.

1.3 Applicability

In the case of hose elbows and hoses with a change
in cross section, e.g. widening at one end, these
tests can not be performed.

A change in the geometry of the hose requires a
different braiding. With this braiding, the specified
values for straight hoses with uniform cross section
cannot be obtained.

1.4 Definitions
N. a.

1.5 References

1.5.1 Order of Precedence

in the event of a conflict between the text of the test
procedure and the documents cited herein, the text
of the test procedure takes precedence. Nothing in
the test procedure, however, supersedes applicable
laws and regulations unless a specific exemption
has been obtained.

Remark: In the event of a conflict between the Eng-
lish and the domestic language, the English lan-
guage shall take precedence.

1.5.2 Government Documents

1.5.2.1 Legal Documents

N. a.

1 Einleitung

1.1 Zweck

Diese Prufungen dienen der Bestimmung der Auf-
steck- und Abzugskrafte von Schiauchen mit einem
Innendurchmesser < 35 mm.

Die Prifung kann nur an geraden, unverformten
Schlauchen durchgefihrt werden.

1.2 Vorwort
N. a.

1.3 Anwendbarkeit

Bei Schlauchbdgen und Schlduchen mit einer Quer-
schnittsanderung, z.B. Aufweitung an einem
Schlauchende, kénnen diese Prifungen nicht
durchgefuhrt werden.

Durch das fir die Verformung des Schlauches not-
wendige, gegeniber geraden Schlauchen verander-
te Geflecht, kdnnen die Sollwerte fir Schlauche mit
gleichbleibendem Querschnitt nicht eingehalten
werden.

1.4 Definitionen
N. a.

1.5 Referenzen

1.5.1 Rangfolge der Dokumente

Im Falle eines Widerspruchs vom Text dieses Prif-
verfahrens und den Dokumenten, die in dem Prif-
verfahren enthalten sind, hat der Text des Prufver-
fahrens Vorrang. Falls keine Ausnahmen vereinbart
wurden, darf das Prifverfahren keine anzuwenden-
den Gesetze und Regelungen auf3er Kraft setzen.

Hinweis: Im Falle von Unstimmigkeiten zwischen
dem englischen und dem iandessprachlichen Text,
ist der englische Text ausschlaggebend.

1.5.2 Staatliche Dokumente

1.5.2.1 Staatliche Dokumente

N. a.
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