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GM INTERNATIONAL ENGINEERING STANDARD GMI 60224 

I Introduction 

1.1 Purpose 
This test procedure describes the determination of 
substances from fuel hoses and other elastomeric 
parts of the fuel system, which could form deposits 
on copper and copper alloys. 

1.2 Foreword 
N.a. 

1.3 Applicability 
N.a. 

I .4 Definitions 
N.a. 

1.5 References 
In the event of a conflict between the text of the test 
procedure and the documents cited here in, the text 
of the test procedure takes precedence. Nothing in 
the test procedure, however, supersedes applicable 
laws and regulations unless a specific exemption 
has been obtained. 

Remark: In the event of a conflict between the Eng- 
lish and the domestic language, the English lan- 
guage shall take precedence. 

1.5.2 Government Documents 
1.5.2.1 Legal Documents 
N.a. 

1.5.2.2 Standards 
1.5.2.2.1 International 
IS0 4794; 01.83 
Laboratov Glassware 
Methods for Assessing the Chemical Resistance of 
Enamels used for Colour Coding and Colour Mark- 
ing 

1.5.2.2.2 Regional 
N.a. 

1.5.2.2.3 National 
N.a. 

I Einleitung 

1.1 Zweck 
Dieses Prüfverfahren dient der Bestimmung von 
Substanzen aus Kraftstoffschläuchen und anderen 
Elastomerteilen des Kraftstoffsystems, die auf Kup- 
fer und seinen Legierungen zu Ablagerungen führen 
können. 

1.2 Vorwort 
N.a. 

1.3 Anwendbarkeit 
N.a. 

I .4 Definitionen 
N.a. 

i .5 Referenzen 
Im Falle eines Widerspruchs vom Text dieses Prüf- 
Verfahrens und den Dokumenten, die in dem Prüf- 
verfahren enthalten sind, hat der Text des Prüfver- 
fahrens Vorrang. Falls keine Ausnahmen vereinbart 
wurden, darf das Prüfverfahren keine anzuwenden- 
den Gesetze und Regelungen außer Kraft setzen. 

Hinweis: Im Falle von Unstimmigkeiten zwischen 
dem englischen und dem landessprachlichen Text, 
ist der englische Text ausschlaggebend. 

1 S.2 Staatliche Dokumente 
1.5.2.1 Gesetzliche Dokumente 
N.a. 

1.5.2.2 Normen 
1.5.2.2.1 Internationale 
I S 0  4794; 01.83 
Laborgeräte aus Glas 
Verfahren zur Prüfung der chemischen Beständig- 
keit von Farben zur Farbkennzeichnung 

1.5.2.2.2 Regionale 
N.a. 

1.5.2.2.3 Nationale 
N.a. 
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