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1 Introduction 

1.1 Purpose 
This test method shall be used to determine the 
residue on ignition (ash) of plastics, elastomers, 
plastic films, coatings on leathercloths, cardboard, 
paper, sealing materials etc. 

Two methods of the test are described: 

Method A - which determines the ash by direct 
ignition - shall be used on halogen free materials. 

Method B - which determines the ash by sulphation 
¡.e. chemical decomposition by sulphuric acid 
followed by ignition - shall be used on all halogen 
containing polymers except fluoro polymers. 

1.2 Foreword 
N.a. 

1.3 Applicability 
Neither method is suitable for determining the 
residue on ignition on silicones and fluoro polymers. 

1.4 Definitions 
Residue on ignition 

l h e  residue on ignition (ash) is defined as that 
residue which remains when a test piece of material 
is totally decomposed under specified conditions. 
The residue consists of inorganic substances which, 
due to the decomposition process, need not 
necessarily be in the same form (chemical or 
physical) as in the original test material. 

1 Einleitung 

1.1 Zweck 
Die Prüfung dient zur Bestimmung des 
Glührückstandes von Kunststoffen, Elastomeren, 
Kunststoffolien, Beschichtungen von Kunstleder, 
Pappen, Papier, Dichtungswerkstoffen u.ä. 

Es werden 2 Methoden beschrieben: 

Methode A beschreibt die Bestimmung ohne 
chemische Vorbehandlung der Proben. Sie ist bei 
halogenfreien Werkstoffen anzuwenden. 

Methode B beschreibt die Bestimmung nach 
chemischer Vorbehandlung der Proben durch 
Abrauchen mit Schwefelsäure. Sie ist mit 
Ausnahme von fluorhaltigen Polymeren bei allen 
anderen halogenhaltigen Werkstoffen anzuwenden. 

1.2 Vorwort 
N.a. 

- 
1.3 Anwendbarkeit 
Keine der beiden Methoden ist zur Bestimmung des 
Glührückstandes von Siliconen und fluorhaltigen 
Polymeren geeignet. 

1.4 Definitionen 
Glührückstand 

AIS Glührückstand bezeichnet man den nach einer 
Glühveraschung zurückbleibenden Rest. Er besteht 
aus anorganischen Substanzen, die im allgemeinen 
nicht mehr in ihrer ursprünglichen Form vorliegen, 
sondem sich unter den Glühbedingungen verändert 
haben können. 
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