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MATERIAL SPECIFICATION

ON~STAINING FOR AUTOMOTIVE CONTROL DIVISION:
LUBRICANT - GREASE STICK - NON~
HARDWARE - FISHER BODY

Engineering Staff, GM Technical Center
Warren, Michigan 48090
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GENERAL DESCRIPTION

This specification covers a lubricant comprised of a mixture of waxes
and oils which prevent squeaks, wear and corrosion, The lubricant shall
be employed on automotive hardware. such as seat adjuster switch base
assemblies switch base assemblies and sunshade support rods.

DETAILED REQUI REMENTS

This lubricant must not be toxic or injurious to personnel engaged in its
handling or use It shall be colorless to prevent staining of clothes
or automobile upholstery

A. Physical Properties

Tests Requirements Test Methods
1 Flash Point 182°c (Min.) ASTM D-92-52
2. Corrgsion-Copper Strip No pitting of copper Federal Test
(100°C for 24 Hrs) (60X magnification) Method Std
Slight tarnishing No. 791A.
acceptable, dark brown Method 5309.2

or green color produced
is objectionable.

3. Staining of Fabric
a. Extended Aging:

7 days @ 70°C No staining Fisher Body
™ 52-22
b Sunlamp
(RS or equivalent) No staining Fisher Body
7 days ™ 52-21
4 Corrosion Test (168 No rust A Fisher Body
Hrs in _100% Humidity T™ 52-7
e 37.7%)

B. Functional Requirements

Materials must perform satisfactorily in their specific automotive
hardware application. Tests will be performed at the discretion of
the Material Development & Testing Laboratory.

C Chemical Requirements

The material shall contain no silicones.
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II. DETAILED REQUIREMENTS Cont'd

D. Quality Control Requirements

Each supplier must submit to the Material Development & Testing
Laboratory a Certification Sheet and a Safety Data Sheet on the

material they propose to supply.

E. Drum Identification

All shipments shall be made in clean sealed containers clearly marked
with the name of the lubricant 998 0619 on the top and side.

Engineering Staff, GM Technical Center
Warren, Michigan 48090

I11. SUPPLEMENTARY INFORMATION

A, Inspection, Packing and Shipping

Details of these and other requirements are contained on the back
of the Purchase Order and are to be considered a part of this
specification.

B. New Sources

No shipment shall be made by new sources until samples of the material
they propose to supply under this specification have been approved by
the purchaser. The size and number of samples to be submitted by the
supplier shall be at the option of the purchaser.
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