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I. GENERAL DESCRIPTION

Warren, Michigan 48090

This specification covers a reclaim rubber sealer for sealing door inner
panel screw heads and washers,

The sealer shall be uniformly black in color and a smooth homogeneous mix,
free from lumps and other unmixed particles. It must be capable of being
dispensed through a pressure tank and sprayed with a DeVilbiss MBC 510 spray
gun with an "E" nozzle and a No. 24 air cap or equivalent,.

II. APPLICABLE TEST METHODS

Engineering Staff, GM Technical Center

T.M, 45-1
T.M. 45-2

III. DETAILED REQUIREMENTS

Al

In all cases, therefore, the

supplier shall be required to assume patent liability.

E.

Thesa specifications were developed without considering whether

patents may or may not be involved.

Viscosity (T.M. 45-1)
100 - 459, No. 26 wire -(MacMichael).

Solid Content (T.M, 45-2)

55% + 5%, by weight.
Shelf Life

The sealer shall not deteriorate beyond usability after 60 days of plant
storage in shipping containers at temperatures up to 35°C (95°F).

Color
The sealer shall be uniformly black.

Sealing Propefties

Several holes are drilled in a 250 mm X 250 mm (10" X 10" clean steel
panel and bolts with webbed washers inserted and secured. The sealer is

then sprayed over these washers and bolts and must complet ely bridge the
combinations,

The test panel is then subjected to the following tests:
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; § E. Sealing Properties - cont.
S £
i.§ 1. Air dry 24 hours in a vertical position.
IS
a2 The sealer is examined and shall display satisfactory cohesion,
> 2 adhesion to washer/bolt combinations and steel and shall not sag
§ appreciably.
5 . o
& 2. Aging - 14 days at 70°C (1589F)
uJ
® The sealer is examined as above and shall not blister, crack, become
hard, brittle, or revert to a sticky mass. At conclusion of aging
test, adhesive sealer must fully seal the bolted washer to steel
assenbly,
F. Specific Gravity
The specific gravity shall be specified for each source at the time of
o approval and will become a part of this specification. '
£ . é
4 IV, SUPPLEMENTARY INFORMATION
£ A. Inspection, Packing and Shipping = ¢°
"
§ Details of these and other requirements are contained on the back of the
® purchase order and are to be considered a part of this specification.

B. New Sources

No shipment shall be made by new sources until samples of the material
they propose to supply under this specification have been approved by

the purchaser. The size and number of samples to be submitted by the

vendor shall be at the option of the purchaser.
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