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NAME'  LUBRICANT - LIQUID - GLASS CHANNEL FILLER

I. GENERAL DESCRIPTION

The material required is a lubricating liquid capable of facilitating the
assembly of glass channel filler into the glass framing. It must cause
the filler composition to swell when in place, to make a tightly sealed
bond between the metal and glass parts.

I1I. DETAILED REQUIREMENTS

The material must be of uniform consistency and not show any permanen: component
separation for a minimum of six months. It must not be toxic or injurious
to personnel engaged in its handling or use and it must not be harmful *o
automotive finishes.

A, Physical Properties

Tests Requirements Test Methods
l., Swell o To be determined ASTM D471
(24 Hrs @ 25 C)
2. Flash Point , 60°C Min. ASTM D92
3. Compatibility 25% max. decrease o TMS 4-2
with Filler Tape in physical properties
(Immersion) for
24 Hrs -

B. Functional Requirements

The lubricant must perform in its Spécified production application.
Failure to do so shall constitute reason for rejection regardless of
compliance with other requirements of this specification.

C. Quality Control Requirements

reproduced and distributed by Information
Handling Services, inc. under agreement with the

The materials contained herem have been
owner, General Motors Corporation, NAO

y Each supplier must submit to the Material Development & Testing Laboratory
a Material Safety Data Sheet and a Certification Sheet on the material
they propose to supply.

D. Drum Identification

All shipments shall be made in clean, sealed containers clearly marked
with the name of the lubricant as 998 1115 stenciled on the top and side.
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SUPPLEMENTARY INFORMATION

A.

Inspection, Packing and Shipping

New Sources

Details of these and other requirements are contained on the back
of the Purchase Order and are to be considered a part of this

specification,

No shipment shall be made by new sources until samples of the mater-
ial they propose to supply under this specification have been
approved by the purchaser. The size and number of samples to be
Submi tted by the supplier shall be at the option of the purchaser.

“Oenotes change from previous issue.
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